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Opsti podaci o objektu i lokaciji

tip objekta: Slobodno stojeci objekat
vrsta radova: Nova gradnja
kategorija objekta: G
klasifikacija pojedinih ucesc¢e u ukupnoj povrsini | klasifikaciona oznaka:
delova objekta: objekta (%):
100 % 230102

Obijekti za proizvodnju gipsa, cementa,
cigle i crepa itd.

naziv prostornog
odnosno urbanistickog
plana:

Plan detaljne regulacije Fabrike cementa HOLCIM (Srbija) d.0.0. u
Popovcu ("Sluzbeni list opstine Paracin", br. 04/2004).

Plan detaljne regulacije izmena i dopuna plana detaljne regulacije
Fabrike cementa HOLCIM (Srbija) d.o.0. u Popovcu ("Sluzbeni list
opstine Para¢in", br. 18/2008).

grad / opStina:

opstina Paraéin

broj katastarske
parcele/spisak
katastarskih parcela i
katastarska opstina
objekta/radova koji su

KP 2226/1 KO Popovac

predmet zahteva:

broj katastarske parcele/ | - elektro napajanje: KP 2226/1 KO Popovac
spisak katastarskih - rashladna voda: KP 2226/1 KO Popovac
parcela i katastarska - komprimovani vazduh: KP 2226/1 KO Popovac
opstina preko kojih

prelaze prikljucci za
infrastrukturu koji su
predmet zahteva:

broj katastarske parcele/
spisak katastarskih
parcela i katastarska
opstina na kojoj se nalazi
prikljucak, ili pristup na
javnu saobracajnicu:

Preko postojecih internih, na javnu saobracajnicu — drzavni put I1IB reda

Paracin-Popovac, KP 2561, 2559, 2558/1 KO Popovac
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PRIKLjUCCI NA INFRASTRUKTURU:

Za objekte u okviru predmetne dokumentacije potrebe su sledece:

prikljuc¢ak na elektro napajanje:

Sa postojeceg prikljucka na KP 2226/1 KO Popovac,
trafostanica 400-3EG6 i trafostanica TS2 4P1-S1 (obe u
vlasniStvu investitora), koji su dovoljnog kapaciteta za
dodatne potrosace

Vrsta prikljucka

trajni

prikljucak na rashladnu vodu:

Prikljucenje se vrsi sa postojeceg prikljucka na internu
mrezu rashladne vode u krugu fabrike koji je dovoljnog
kapaciteta, KP 2226/1 KO Popovac.

prikljucak na komprimovani
vazduh:

Priklju€enje se vrsi sa postojeceg prikljucka na internu
mrezu komprimovanog vazduha u krugu fabrike koji je
dovoljnog kapaciteta, KP 2226/1 KO Popovac.

LOKACIJSKI USLOVI

Lokacijski uslovi, Ministarstvo
gradevinarstva, saobracaja i
infrastrukture

br. ROP-MSGI-9042-LOC-1/2024 od 30.04.2024.god,
zav. br. 001179911 2024 14810 005 001 000 001

Uslovi pribavljeni za potrebe izrade

lokacijskih uslova

Republika Srbije
Ministarstvo odbrane
Uprava za infrastrukturu

br. ROP-MSGI-9042-L0OC-1/2024 od 30.04.2024. god,
zav. br. 6282-2 od 09.04.2024.god

Direktorat civilnog
vazduhoplovstva Republike Srbije

br. ROP-MSGI-9042-LOC-1/2024 od 30.04.2024. god,
zav. br. 4/3-10-0116/2024-0002 od 17.04.2024.god

Zavod za zaStitu prirode Srbije

br. ROP-MSGI-9042-LOC-1/2024 od 30.04.2024. god,
03 br. 021-1413/2 od 19.04.2024.god

MUP sektor za vanredne situacije,
odeljenje za vanredne situacije u
Jagodini

br. ROP-MSGI-9042-LOC-1/2024 od 30.04.2024. god,
07.13.1 br. 217-4-580/24 od 25.04.2024.god

OSNOVNI PODACI O OBJEKTU I LOKACUJI

Prikaz povrsina

Ukupna povrsina KP 2226/1 KO Popovac 384959 m?
Povrsina pod postoje¢im objektima 52551 m?
Povrsina pod planiranim objektima, koji nisu zgrade:

1. Tehnoloski toranj (8,05 x 17,4 m) 140,07 m?
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2. Oslonacki stub 1 za transportnu liniju (2,8 x 2,4 m) 6,72 m?
3. Oslonagki stub 2 za transportnu liniju (2,8 x 2,4 m) 6,72 m?
4. Oslonacki stub 3 za transportnu liniju (2,82 x 2 m) 5,64 m?
5. Ventilator 1 (7,5 x 2,6 m) 19,50 m?
6. Ventilator 2 (6,466 x 2,09/1,6 m) 11,31 m?
7. Mesna komora (3,25 x 3,05 m) 9,91 m?
199,87 m?
Ukupna BRGP planiranih objekata, koji nisu zgrade:
1. Tehnoloski toranj (8,05 x 17,4 m) 140,07 m?
2. Oslonacki stub 1 za transportnu liniju (2,8 x 2,4 m) 6,72 m?
3. Oslonacki stub 2 za transportnu liniju (2,8 x 2,4 m) 6,72 m?
4. Oslonacki stub 3 za transportnu liniju (2,82 x 2 m) 5,64 m?
5. Ventilator 1 (7,5 x 2,6 m) 19,50 m?
6. Ventilator 2 (6,466 x 2,09/1,6 m) 11,31 m?
7. Mesna komora (3,25 x 3,05 m) 9,91 m?
199,87 m?
Ukupna NETO povrSina planiranih objekata, koji nisu
zgrade:
1. Tehnoloski toranj (8,05 x 17,4 m) 140,07 m?
2. Oslonacki stub 1 za transportnu liniju (2,8 x 2,4 m) 6,72 m?
3. Oslonacki stub 2 za transportnu liniju (2,8 x 2,4 m) 6,72 m?
4. Oslonacki stub 3 za transportnu liniju (2,82 x 2 m) 5,64 m?
5. Ventilator 1 (7,5 x 2,6 m) 19,50 m?
6. Ventilator 2 (6,466 x 2,09/1,6 m) 11,31 m?
7. MesSna komora (3,25 x 3,05 m) 9,91 m?
199,87 m?
Ukupna BRUTO povrSina prizemlja planiranih
objekata, koji nisu zgrade:
1. Tehnoloski toranj (8,05 x 17,4 m) 140,07 m?
2. Oslonacki stub 1 za transportnu liniju (2,8 x 2,4 m) 6,72 m?
3. Oslonacki stub 2 za transportnu liniju (2,8 x 2,4 m) 6,72 m?
4. Oslonacki stub 3 za transportnu liniju (2,82 x 2 m) 5,64 m?
5. Ventilator 1 (7,5 x 2,6 m) 19,50 m?
6. Ventilator 2 (6,466 x 2,09/1,6 m) 11,31 m?
7. Mesna komora (3,25 x 3,05 m) 9,91 m?
199,87 m?
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Povrsina zemljista pod objektom / zauzetost:

Stari i novi objekti 13,70%

Planirana visina objekta:

1. Tehnoloski toranj

2. Oslonacki stub 1 za transportnu liniju
3. Oslonacki stub 2 za transportnu liniju
4. Oslonacki stub 3 za transportnu liniju
5. Ventilator 1

6. Ventilator 2

7. Mesna komora

visina data u odnosu na okolni teren

<45 m, u skladu sa potrebama
tehnoloSkog procesa i dimenzijama
proizvodne opreme

12,6 m

119m

10,2 m

4,67m

4,65m

7,5m

Apsolutna visinska kota

(Venac, sleme, povuceni sprat i dr.) prema lokacijskim

+0,00=203,00 m

uslovima:

1. Tehnoloski toranj <248 m
2. Oslonacki stub 1 za transportnu liniju 215,6 m
3. Oslonacki stub 2 za transportnu liniju 2149 m
4. Oslonacki stub 3 za transportnu liniju 213,2 m
5. Ventilator 1 207,67 m
6. Ventilator 2 207,65 m
7. MeSna komora 210,5m
Posebni delovi objekta Nema

Broj parking mesta

Postojeca parking mesta unutar
kompleksa cementare “Moravacem”
doo Popovac

materijalizacija | Temelji:

Armirani beton

objekta: ..
Konstrukcija:

Armirani beton / ¢elik

materijalizacija | Temelji opreme:

Armirani beton

opreme:

U skladu sa tehnologijom, okolnim

Oprema: prostorom i detaljnim uslovima i
propisima
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druge
karakteristike
objekta:

NAPOMENA:

Svi delovi objekta ,,Chloride bypass sa filterom i silosom za uklanjanje
prasine* medusobno su povezani instalacijama (energetskim, tehnoloskim i
pomoc¢nim) i kao takvi ¢ine funkcionalnu celinu.

Predmetno postrojenje, u skladu sa tehnoloskim procesom, bi¢e povezano i
sa susednim objektima u okviru postojeceg kompleksa i to:

- na ulazu u Rotacionu pe¢ (objekat br.92) na KP 2226/1 KO Popovac

- na ulazu u Hladnjak klinkera (objekat br.90) na KP 2226/1 KO Popovac
- na zidu Mlina cementa (objekat br.94) na KP 2226/1 KO Popovac

- na trafostanicu u Skladistu aditiva (objekat br.96), na KP 2226/1 KO
Popovac (za prikljucak elektronapajanja tehnoloSkog tornja)

- na trafostanicu u Brener bini (objekat br.88), na KP 2226/1 KO Popovac
(za prikljucak elektronapajanja ventilatora)

- na spoljni Zid mlina uglja (objekat br. 136) na KP 2226/1 KO Popovac (za
prikljucak rashladne vode)

- na spoljni zid Predrejaca (objekat br. 93) na KP 2226/1 KO Popovac (za
priklju¢ak komprimovanog vazduha)

Svi gorenavedeni postojeci objekti se ne menjaju u gradevinskom smislu, tj.
ostaju u istim gabaritima.

Predvideno je priklju¢enje planiranog postrojenja na postojece prikljucke
elektro napajanja, rashladne vode i komprimovanog vazduha sve unutar
postojece KP 2226/1 KO Popovac.

Postojeci prikljucci su dovoljnog kapaciteta i za novoprojektovano
postrojenje.

Projektom nisu predvidene hidrotehnicke instalacije, tj. nije predvideno
zahvatanje povrSinskih i podzemnih voda kao ni ispuStanje otpadnih voda,
pa samim tim nisu ishodovani vodni uslovi.

Raspolozivi istorijski podaci govore da je naselje Popovac nastalo pre
nepunih tri stotine godina i sve do osnhivanja fabrike cementa sastojalo se od
samo nekoliko kuca, tako da u njemu nema nikakvih nepokretnih kulturnih
dobara, arheoloskih nalazista, kao ni nepokretnosti koje uvazavaju
prethodnu zastitu. S tim u vezi, nisu ishodovani uslovi Zavoda za zastitu
spomenika kulture Kragujevac.
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1.5. TEKSTUALNA DOKUMENTACIJA
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1.5.1.1 Opste napomene

Projektna dokumentacija za postrojenje “Chlorid bypass sa filterom i silosom prasine” za potrebe
investitora Moravacem d.o.o Popovac se radi na osnovu baznog i detaljnog projekta, dobijenog od
strane inostranog isporu¢ioca opreme Aliacem Prerov Ceska.

U okviru ovog projekta se planira izgradnja novog postrojenja za smanjenje sadrzaja hlora i
alkalnih jedinjenja u gasovima iz pe¢i. TehnoloSki proces sa svim garancijama, oprema i
pripadajuce instalacije deo su isporuke ugovorene izmedu Investitora i Isporucioca.

Ludan Engineering d.o.o. formira projektnu dokumentaciju na osnovu podataka dobijenih od
Isporucioca, a u cilju potvrde usaglasenosti odabranih reSenja sa merodavnim propisima Republike
Srbije. Prema tome, Ludan Engineering d.o.o. Beograd kao izradiva¢ projektne dokumentacije
nema odgovornost za projektna reSenja, nabavku, montazu i funkcionalnost opreme i pomoénih
sistema. U tom smislu, obim dokumentacije 1 njena detaljnost zavise od ugovorenih klauzula
izmedu Investitora i Isporucioca tehnologije i opreme (masina i pripadajuéih instalacija).

1.5.1.2 Uvod

Postrojenje Chlorid bypass (obilazni vod) sa filterom i silosom prasine u cementari “Moravacem” u Popovcu
se predvida radi smanjenja sadrzaja alkalnih jedinjenja i hlorida u proizvodnom procesu, jer njihova visoka
koncentracija izaziva “lepljenje” i zaguSenje sistema.

Svrha ugradnje novog dela instalacije je da se izvrsi uklanjanje prasSine u novom filteru (oznake 4A1-BF1
na dispozicije opreme u masinskom projektu), a da se tako otpraseni gasovi vrate nazad u tehnoloski proces
proizvodnje klinkera. PraSina, izdvojena u filteru, ¢e se skupljati u novom silosu (oznake 4A1-3S1 na
dispozicije opreme u masinskom projektu) zapremine 500 m3 koji je smesSten ispod filtera i zatim
transportovati pneumatski do mlina cementa i/ili do kamionskih cisterni za dalju distribuciju prema
potencijalnim kupcima. Izdvojena prasine se moze koristiti kao kompenenta pri izradi kolovozne
konstrukcije puteva. Na silosu je predviden sistem za otpremanje prasine u autocisterne za dalju distribuciju.

Bypass linija predstavlja obilazni vod transporta prasSine od mesta odvajanja na ulazu u postojecu pe¢ do
prve Cetiri rashladne komore u objektu hladnjaka klinkera.
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1.5.2 Tehnicki opis

1.5.2.1 Projektni uslovi

Tabela 1. Klimatski i elektro podaci na lokaciji (Paracin)

Adresa

Paracin, Popovac, Branka Risti¢a 8, Srbija

Najblizi grad sa acrodromom

Beograd, 171km

Nadmorska visina 200 m

Temperatura leto:

Maksimalna +40 °C
Maksimalna dnevna temperatura za dvonedeljni

period s C
Prose¢na +27 °C
Temperatura zima:

Minimalna -20 °C
Minimalna noé¢na temperatura za dvonedeljni 150
period

Prosecna -5°C

Relativna vlaznost

Prosecna

75 % (relativna) 70-85 %

Godisnja koli¢ina padavina

Maksimalna 80 mm / mesecno (maj) 13 dana
Minimalno 50 mm / mesecno (avgust) 8 dana
Prosecno 625 mm / godiSnje

Seizmicki podaci

Zona 8 (Merkalijeva skala) — Zona 3 (u skladu sa
StDCr i lokalnim propisima)

Brzina vetra

Max 100 km/h ; StDCr i lokalni propisi

Opterec¢enje od snega (EVROKOD; u skladu sa

Sheg : : -

StDCr i lokalnim propisima)
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100 kg/m?

Elektro podaci

Napajanje

Prikljucak na visokonaponsku mrezu (HV)

110 kV, 3 ph., 50Hz

Distributivna mreza

6 kV, 3 ph., 50 Hz

Srednjenaponska mreza (MV)

6 kV, 3 ph., 50 Hz

upravljanje MV-uredajima / UPS 230 VAC

Niskonaponska mreza (LV) 400 V, 3 ph, ph+N+E (TN-S), 50 Hz
Kontrolni napon 24 VDC uzemljeno

Instrumenti u polju 24 VDC uzemljeno

Svetlo i uti¢nice 230 V/1ph+N+E

Uti¢nice za potrebe zavarivanja 400 V/3ph+N+E

MCC kontaktori, aktuatori, itd. 230 V/1ph+N+E

Motori

MV motori preko =/> 250 kW 6 kV

LV motori jednaki ili manji od 250 kW 400 V, 3ph+E

Pirkljucci

Komprimovani vazduh (visoki pritisak)

6 bar, suv (-35 °C) & bezuljni

Rashladna voda

Rashladna voda 2.0 - 2.5 bar

Analogni signal

4...20 mA, 2-zi¢ni transmiter, galvanski izolovan

ili Profibus-DP

PT100

3-zi¢ni za ulaz uredaja

Termospojnica

2- 7i¢ni za ulaz uredaja

1.5.2.2 Tehnicki izvestaj

1.5.2.2.1 Osnovni podaci
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Postrojenje Chlorid bypass sa filterom i silosom prasine na liniji peci se predvida radi smanjenja
sadrzaja alkalnih jedinjenja i hlora iz gasova iz peci koji se koriste u sistemu predgrejaca. Visoka
koncentracija alkalnih jedinjenja i hlora dovodi do “lepljenje” i zaguSenje sistema.

Svrha ugradnje novoprojektovane opreme je da se u bypass postrojenju izvrsi uklanjanje prasine u
novom filteru 1 da se tako preciS¢eni gasovi ispuste ispod povrSine reSetke hladnjaka klinkera i na
taj nacin vrate nazad u tehnoloski proces proizvodnje cementa. PraSina, izdvojena u filteru, ¢e se
skupljati u silosu smesStenom ispod filtera i zatim pneumatski transportovati do mlina sirovine i/ili
do kamionskih cisterni (silo cisterne) za dalju distribuciju prema potencijalnim kupcima. Izdvojena
prasine se moze koristiti kao kompenenta pri izradi kolovozne konstrukcije puteva.

1.5.2.2.2 Klasifikacija procesa

Tehnoloski pogon, procesni deo: Deo 4A Bypass linije peéi.

1.5.2.2.3 Podaci o radnom materijalu

¢ radni material: prasina na ulazu u pec

e nasipna gustina: 0.36 — 0.6 t/m>

e veli¢ina Cestice: 0-100 pm

e temperatura materijala: 150 °C, max 200 °C (u kratkom vremenskom intervalu),
e sadrzaj hlora: priblizno 12%

1.5.2.2.4 Radne karakteristike

e transport prasine iz bypass linije: 10 t/h

e veli¢ina silosa za bypass liniju: 500 m* (korisna zapremina)
e transport u kamione: 15-25t/h

¢ koli¢ina bypass prasine: priblizno 3.8 t/h

1.5.2.2.5 Radno opterecenje

e broj radnih sati / dan: 24 h

e broj radnih dana / godisnje: 365
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e odrzavanje: 65 dana
e vreme rada godisnje: 300 dana

1.5.2.2.6 Radna snaga

Rekonstrukcija teholoske linije ne zahteva povecanje broja radnika za potrebe proizvodnje i
odrzavanja. U procesnom delu nije potrebno stalno prisustvo osoblja i njime se upravlja iz
postojece komandne sobe.

1.5.2.3 Opis tehnoloske linije
1.5.2.3.1 Opis rada sistema

1 deo: Bypass linija za uklanjanje prasSine iz gasova i prvi stepen hladenja

Na ulazoj strani peci za pecenje klinkera predvideno je postavljanje komore za izuzimanje gasova
4AA-CHI preko koje se odvaja bypass linija za uklanjanje prasine iz gasova. [zuzeti gasovi prolaze
kroz prvi stepen hladenja (“Kvenc¢ing komora” 4AA-QAT1). Ovde se gasovi meSaju i hlade. Spoljni
vazduh se uduvava preko centrifugalnog ventilator 4AA-FA1, koji promenom broja obrtaja
reguliSe kapacitet hladenje. Na potisnom kanalu ventilatora postavljaja se Y ra¢va (i na svakom
kraku po jo§ jedna Y racva), budu¢i da je “kvencing komora” projektovana sa Cetiri prikljucka kako
bi se ostvarilo najpovoljnije mesanje.

Da bi se povecao radni opseg, dva priklju¢ka komore su opremljena Zaluzinama. Kada se u toku
rada zahteva manji stepen uklanjanja praSine, onda se ovi priklju¢ci mogu zatvoriti kako bi se
obezbedila zahtevana brzina gasova u ostalim kanalima i kvalitetnije meSanje i hladenje.

2 deo: Drugi stepen hladenja

Nakon 1. stepena hladenja, smeSa gasova se transportuje dalje kroz kanal do drugog stepena
hladenja. Spoljasnji vazduh se uduvava preko centrifugalnog ventilatora 4AA-FA2. Na potisnom
kanalu postavlja se zaluzina sa demperom 4AA-LD3.

3 deo: Filter, ventilacija i kanalski razvod

Nakon dvostepenog hladenja, gasovi se kanalskim razvodom dopremaju do vrecastog filtera
4A1-BF1 u kom se vrsi uklanjanje prasine iz smeSe gasova. Centrifugalni ventilator (bypass
ventilator) 4A1-FNI1 se koristi za ventilaciju kompletnog sistema gasova. Koli¢ina odvodenja
gasova preko bypass linije se moze regulisati promenom brzine rada ventilatora.
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Ispod filtera nalazi se posuda za prikupljanje izvojene prasine u ¢ijem sastavu se nalazi i puzni
transporter 4A1-SC1. Koli¢ina prasine koja se iz filtera prebacuje u silos 4A1-3S1 regulisana je
preko zasuna 4A1-SG1 1 rotacionog dozatora 4A1-RF1. Na ovom mestu se vrsi 1 uzorkovanje
prasine.

Na vrhu silosa bypass prasine 4A1-3S1, predvideno je postavljanje uredaja za ventilaciju silosa,
odnosno filtera 4A1-BF2 i ventilatora 4A1-FN2 ¢ija je uloga izdvajanje prasine iz gasova koji se
stvaraju prilikom punjenja/praznjenja silosa. Izdvojena prasine se ponovo vracéa u silos, a pre¢is¢eni
vazduh se ispusta u atmosferu. Takode, na vrhu silosa se postavlja i klapna za kompenzaciju pritiska
4A1-FV1 radi regulacije pritiska unutar silosa.

4 deo: Transport praSine iz silosa

Transport praSine iz silosa je projektovan sa sistemom za praznjenje silosa 4A1-SC2 (tip Morillon).
Sistem u svom sastavu poseduje puz promenljivog precnika koji se rotira za 360 ° po ravnom dnu
silosa, §to omogucava praznjenje silosa po principu “FIFO” (first in, first out). Pokretanje sistema
se vrsi hidraulickim motorom iz hidraulicke stanice 4A1-HD1. Morillon sistem za praznjenje je
prikazan na Slici 1.

Slika 1- Morillon sistem za praznjenje silosa

Od centralnog izlaza iz silosa (otvor ispod Morillon sistema) praSina se vodi do ulazne prirubnice
reverzibilnog puznog transportera 4A1-SC3. Ispod centralnog izlaza, predvideno je postavljanje
sigurnosnog zasuna (ru¢ni pogon) 4A1-SG3 1 operativnog zasuna (pneumatski pogon) 4A1-SG4.

Na reverzibilnom puznom transporteru su planirane dve izlazne prirubnice budu¢i da izvojena
prasina moze da se usipa u silo cisterne (uz posredstvo vodom hladenog puznog transportera 4A1-
SC4) i dalje isporucuje kupcima ili da se pneumatskim transportnim sistemom (4A1-PP1) doprema
do mlina cementa 1 koristi u daljem procesu proizvodnje. Vodom hladeni puzni transporter, tipa
Koellemann, prikazan je na Slici 2.
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Slika 2- Koellemann vodom hladeni puzni transporter

Silos poseduje i rezervnim otvor za praznjenje silosa koji je opremljen ru¢nim zasunom 4A1-SG2
i rotacionim dozatorom 4A1-RF2. U slucajevima kada se koristi ovaj otvor za praznjenje silosa,
prasina se upujuce na vodom hladeni puzni transporter.

Pneumatski transportni sistem se pored transporta prasine do mlina cementa koristi i za povremenu
recirkulaciju praSine u silosu (spre¢avanje nalepa). Putanja praSine je odredena polozajem
dvosmerne klapne 4A1-DGI.

5 deo: Izduvni sistem od filtera do hladnjaka klinkera

PreciS¢eni bypass gasovi se pomocu bypass ventilatora transportuju kanalima do hladnjaka
klinkera. MeSanje preciS¢eni gasova sa svezim vazduh (dovod sveZeg vazduha preko Zaluzina sa
damperom 4A1-LD1) se odvija u komori za meSanje. Nakon meSanja, gasovi se preko rac¢ve dele
na dve grane: jedna grana za ventilatore 471-FA1 1 471-FA3, druga grana za ventilatore 471-FA2 i
471-FA4. Pre ispuStanja preciS¢enih gasova ispod reSetke hladnjaka, predvideno je meSanje sveZeg
vazduha 1 preciS¢enih gasova (na usisnom kanalu svakog ventilatora) u meSnim komorama. Na
ovaj nacin je izvrSeno vracanje prec¢iS¢enih gasova u proces proizvodnje. PreciS¢eni gasovi se ne
ispustaju u atmosferu.

U svaki kanal preciS¢enog gasa je predvidena ugradnja leptir dempera (on/off polozaj) Sto
omogucava uvlacenje svezeg vazduha za hladenje klinkera, ukoliko bypass sistem nije u funkeciji.

Tehnoloska Sema procesa preciS¢avanja baypass gasova sa postojeCom i novoprojektovanom
opremom, kao tokovima izdvojene praSine i bypass gasova je prikazana u okviru graficke
dokumenatije ovog projekta (broj crteza 0398-IDP-6-004).
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Za potrebe rada postrojenja, predvideni su prikljuéci na postojeée instalacije cementare. Za potrebe
¢is¢enja filtera, dopunu rezervoara pneumatske opreme i za air blastere, predviden je prikljucak na
postojecu mrezu komprimovanog vazduha. Dok se za potrebe hladenja puznog transportera,
predviden prikljucak na postoje¢u mrezu rashladne vode. Polozaj prikljucaka je prikazan u okviru
graficke dokumentacije ovog projekta (broj crteza 0398-IDP-6-003).

1.5.2.3.2 Bypass filter — 4A1-BF1
SCHEUCH impulsni filter fi ppl 8w-66-07/1n00

Impulsni vreéasti filter sa potpuno automatskim ¢is¢enjem svih vreca filtera sa komprimovanim
vazduhom. Model: fi pp18w-66-07/1n00.

¢ metoda ¢iS¢enja: online,

e raspored: pojedinacne kolone
e povrsina filtracije: 1959 m?

e stepen filtracije u normalnom radu: 0.81 m*/m?min

e max. stepen filtracije: 0.95 m*/m?/min

e max. negativni pritisak: 5000 Pa

e ocekivana potro$nja komprimovanog vazduha: 35 Nm?/h

e max. potro$nja komprimovanog vazduha: 185 Nm*/h

e pritisak ¢iS¢enja: 6 bar

v o

Kontrola ¢iséenja

Kontrolna jedinica ,,PulseMaster Advanced” za potpuno automatsko ¢iS€enje filtera aktiviranjem
pojedinacénih ventila. Kontroler ¢iS¢enja je modularnog tipa, komunikacija izmedu modula je preko
Bus veze (CAN-Bus).

Ciscenje je kontinualno (preko tajmera) ili prema diferencijalnom pritisku.

Filterske vrec¢e i nosaci

e 630 filterskih vreca: pre¢nka @165 mm, duzine 6000 mm

e materijal vrece: Fiberglas sa PTFE-membranom 750 g/m?

e tip vrece: sa usko¢nim prstenom

e materijal nosaca: ugljeni¢ni Celik, EPD premaz

Kudiste
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e visina: 6150 mm
e materijal: 1.0038 (ugljenicni celik)
e debljina lima: 4 mm

Posuda filtera

Predvidena je filterska posuda za skupljanje i kontinualno uklanjanje prasine iz filtera.

e nagib: 70°
e materijal: 1.0038 (S235)
e debljina lima: 4 mm

Kanal prec¢i§éenog gasa

Predviden je kolektor sirovog/pre¢is¢enog gasa sa kombinovanim pregradnim zidom za
kontinualno suzavanje.

e materijal: 1.0038 (S235)
¢ debljina lima: 4 mm

Penthouse — ogradeni prostor iznad glave filtera

Predviden je ograden i natkriven prostor oko glave filtera, ukljucuju¢i pristupnu platformu sa
objekta predgrejaca. Prostor ima izlaz do merdevina sa ledobranima za evakuaciju.

OdrZavanje 1 zamena filterskih vre¢a moZze se obaviti kompletno unutar prostora.

e visina iznad vrha filtera: 3250 mm

e tip krova: natkriveni

e Celicna konstrukcija: pocinkovana

e krovna i zidna obloga: od pocinkovanog lima

SCHEUCH puzni transporter — integrisan u posudu za skupljanje prasSine — 4A1-SC1

Puzni transporter za izdvojenu prasinu.

e tip: fs £5-0400-7200

e precnik puza: 400 mm
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e duzina posude:

e kapacitet transporta (pri 22 % optereéenja) :
¢ nasipni materijal:

e gustina nasipnog materijala:

e temperatura nasipnog materijala:

SCHEUCH rotacioni dozator materijala — 4A1-RF1

7200 mm

3800 kg/h (10.5 m3/h)
bypass prasina

360 - 600 kg/m?
220°C

Rotacioni dozator materijala za transport prasine iz filtera u silos.

o tip:

e tip pogona:

¢ dimenzije ulazne/izlazne prirubnice:

¢ visina kucista:

e temperatura nasipnog materijala:

e kapacitet transporta pri 13% opterecenja:
¢ nasipni materijal:

e specifi¢na tezina nasipnog materijala:

1.5.2.3.3 Oprema za podizanje tereta

zss 0400-tk-25,
direktno preko spojnice
507 x 322 mm

530 mm

priblizno < 220 °C

10.5 m*/h (3800 kg/h)
bypass prasina

360 kg/m?

Novi kranovi na elektropogon, nosivosti 0.5 t, su predvideni sa gornje strane filtera za uklanjanje

prasine.
Odgovorni projektant:
CMHL'L;L@\ %2?7%
Sinisa Peri¢, dipl.inz.mas.
Broj licence: 330 E638 07
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1.6. NUMERICKA DOKUMENTACIJA
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1.6.1 Ulazni podaci

Preko komore vrsi se izuzimanje gasova iz peci koji se upucuje novoprojektovanom bypass linijom
do filtera. PoZeljno je izuzimanje do 5.75 % ulaznog toka gasa u pe¢ i njegovo dvostepeno hladenje
(mesSanje sa svezim vazduhom) tako da ulazna temperatura gasova u vrecasti filter bude do 200 °C.

Tabela 2. Radne karakteristike pe¢i za pecenje klinkera

jedinica nominalno | min. max.
Koli¢ina klinkera t/d 2200 2200 2200
Pritisak okolnog vazduha mbar 988 988 988
Temp. okolnog vazduha °C 20 -5 35
PEC
Zapreminski protok gasa u pe¢i | Nm*/h 122000 122000 | 122000
Temperatura gasa u peci °C 1150 1150 1150
Potpritisak u peéi mbar -3 -3 -3
Koli¢ina prasine u gasu g/Nm? 200 200 400
Maseni protok bypass prasine | kg/h 1400 976 2800
Koli¢ina izuzetog gasa iz pe¢i | % 5.75 4 5.75
Zapreminski protok izuzetog Nm?/h 7000 4880 7000
gasa 1z peci
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Sastav gasova u pedi za pecenje klinkera prikazan je u Tabeli 7:

Tabela 3. Okvirni sastav gasova

Komponenta | zapreminski udeo

02 3%

H>O 10 %

CO2 20 %

SO« bi¢e definisano,
mg/Nm?

HCl bice definisano,
mg/Nm?

Sadrzaj hlora iznosi 922 g/t klinkera, pri ¢emu je cilj da se ugradnjoj ovog sistema, sadrzaj hlora
svede na maksimalno 250 g/t klinkera.

Sadrzaj hlora u sirovinskom brasnu < 1.5 %

99 % isparavanja hlora (faktor isparavanja je odnos izmedu isparenog hlora iz toplog sirovinskog
brasna i unesenog hlora sa toplim sirovinskim braSnom)

Tabela 4. Karakteristike vazduha za hladenje gasova iz peci

Prvi stepen hladenja — Kvencing komora 4AA-QA1
jedinica | nominalno | min. max.
Zapreminski protok Nm?/h 19554 12783 | 22857
okolnog vazduha
m?*/h 21516 12866 | 26438
Temperatura okolnog °C 20 -5 35
vazduha
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Drugi stepen hladenja

Zapreminski protok Nm?/h 26000 14600 | 32250
okolnog vazduha

m*h 29000 14900 | 37800
Temperatura okolnog °C 20 -5 35
vazduha

Ulaz u vrecasti filter (smeSa gasova)

Zapreminski protok Nm?/h 52554 32263 | 62107
okolnog vazduha

m*h 95300 58400 | 111700
Temperatura smese °C 200 200 200
gasova
Koli¢ina prasine u g/m? 25 34 34
smesi gasova

Izlazna temperatura gasova iz “kvencing komore” je 400 °C. Pretpostavlja se da ¢e gasovi do

drugog stepena hladenja, da se dodatno ohlade do oko 370 °C.

Karakteristike praSine izdvojene u vrecastom filter:

e gustina prasine (za proracun bunkera i rezervoara): 600 kg/m?
e nasipna gustina praSine (za kapacitet transportera): 360 kg/m?
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Karakteristike rashladne vode koja se koristi za hladenje puznog transportera:

e specificni toplotni kapacitet: 4.18 kJ/kgK
e gustina: 1000 kg/m?
e zapreminski protok: ~18 m*h

e radni pritisak: 4 bar,

e ulazna temperatura vode: 15°C

e izlazna temperatura vode: 25°C

1.6.2 Proracuni

1.6.2.1 Proracun pre¢nika puza puznog transportera 4A1-SC1

bl 4 - Q, s 4 -10.5 _ o4
s~ 13600 m- ¢ -n- Cy 43600 -m- 002 -0183-1

Gde su:

Q., m*/h — kapacitet puza,
vy — faktor punjenja,

n, s’' — broj obrtaja,

Ch — korekcioni faktor za nagib transportera.
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1.6.2.2 Karakteristike puznog transportera 4A1-SC2

10004724 16:53 Version 05.1 - )

Screw calculation Hydrascrew calculation A MORILLON
Commercial Sas uNLOLBIMG LYETEE
CUSTOMER ALIACEM

Offer number 240431.03

Hydrascrew type HMC3910

(Quantity of drive unit : 1

Bullk material Bypass dust

Density - 0,36 Tim®

Filling coefficient : 0,5

Reclaiming parameters

Silo diameter 8 m
Mass flow : 11 t'h
Volumetric flow - 30,6 m*h
Speed (target) 80 trfmin
Flight volume (target) 12,7 litreis
Max. diameter 280 mm
Maox. pitch 260 mm
Shaft diameter 122 mim
Calculated speed 80,4 trimn
|H]n:lraulic: motor GM2 500

Hydraulic power unit H250

Calculated displacement 27,3 cmtr
Max displacement 36 cmir
Power supply 22.0 kW
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1.6.2.3 Karakteristike vodom hladenog puznog transportera 4A1-SC4

Dimensioning
Model

Type

Arrangement

Diameter of hollow flights
Product inlet

Product outlet

2 service nozzles
Conveying length

Trough length

Length drive bracket

Length end bracket

Total length

Trough width

Height between in-/outlet flange
Weight without bulk material

Materials

Trough and endwalls
Cooling jacket

Screw flights, screw shaft
Supporting tube and jounal
Remaining components

Double Shaft High Temperature Cooling Screw
Conveyor with:

* [ntermeshing worm shafts

* Water streamed hollow flights

* w-trough, watercooled

DTKSF-800

horizontal

D800 mm
DMNS00 mm
400x600 mm
DN300, above the outlet, on top of the cover
6.500 mm
~ 7.500 mm
~ 2.500 mm
~1.000 mm
11.000 mm
~ 1.800 mm
1.200 mm
17.500 kg
16Mo3

sheet HIl

16Mo3

C-Steel

C-Steel

Drive
Gear motor SEW geared motor
with 3 PT100

Rated motor power min. 11 kW

Mains voltage 220/380 A

Frequency 50 Hz

Protection class IP 55

lsolation class FusedioB

Ex-Zone none
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1.6.2.4 Instalisana snaga masinske opreme

Tabela 5. Instalisana snaga

redni Instalisana
broj naziv opreme oznaka opreme | koli¢ina elektro
snaga
KW

1. Rashladni ventilator — prvi 4AA-FAL 1 kom. 30
stepen hladenja

2. Rashladni ventilator — drugi 4AA-FA2 1 kom. 37
stepen hladenja

3. Zaluzina sa demperom 4AA-LD1 1 kom. 0.02

4, Zaluzina sa demperom 4AA-LD2 1 kom. 0.02

5. | Zaluzina sa demperom 4AA-LD3 1 kom. 0.02

6. Klapna za brzo zatvaranje 4AA-BV1 1 kom. 0.02
ispred filtera

7. | Air Blaster 4AA-AB1 1 kom. 0.02

8. Air Blaster 4AA-AB2 1 kom. 0.02

9. Air Blaster 4AA-AB3 1 kom. 0.02

10. | Air Blaster 4AA-AB4 1 kom. 0.02

11. | Rasladni ventilator za prvu 471-FAl 1 kom. 160
komoru hladnjaka

12. | Rasladni ventilator za trec¢u 471-FA3 1 kom. 200
komoru hladnjaka

13. | Rasladni ventilator za Cetvrtu 471-FA4 1 kom. 160
komoru hladnjaka

14. | Bypass filter 4A1-BF1 1 kom. 7.10

15. | Puzni transporter 4A1-SC1 1 kom. 2.20

16. | Rotacioni dozator 4A1-RF1 1 kom. 2.2

17. | Sistem za uzorkovanje 4A1-SMP1 1 kom. 0.50
bypass prasine

18. | Filter (ventilacija silosa) 4A1-BF2 1 kom. 0.50

19. | Ventilator filtera 4A1-FN2 1 kom. 4

20. | Bypass ventilator 4A1-FN1 1 kom. 250

21. | Grejanje rezervoara filtera 4A1-R31 1 kom. 30

22. | Hidrauli¢ka stanica 4A1-HD1 1 kom. 24

23. | Reverzibilni puzni 4A1-SC3 1 kom. 3
transporter

24. | Vodom hladeni puzni 4A1-SC4 1 kom. 11
transporter

25. | Sistem za punjenje 4A1-LA1L 1 kom. 0.67
kamionskih cisterni
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26. | Sistem za punjenje 4A1-BF3 1 kom. 0.10
kamionskih cisterni- filter
27. | Sistem za punjenje 4A1-FN3 1 kom. 1.50
kamionskih cisterni-
ventilator
28. | Rotacioni dozator 4A1-RF2 1 kom. 3
29. | Pneumatski transportni 4A1-PP1 1 kom.
sistem
30. | Duvaljka 4A1-BL2 1 kom. 75
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1.6.2.5 Lista opreme
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4A - By-pass peci

PH-CH1 | 1 kom. |IzmeStane postojece splash komore

4AA-CH1 | 1 kom. |Komora za izuzimanje
hauba za izuzimanje dimnih gasova iz peci

Tehnicki podaci:
materijal haube: 1.0038, 10 mm
debljina vatrostalne obloge: 250 mm

4AA-AB1 | 4 kom. |Air blaster

4AA-AB2 ukljucujuéi mlaznice, posudu i magnetni ventil
4AA-AB3 Tehnicki podaci:
4AA-AB4 dimenzije posude: 30 1

4AA-QA1 | 1 kom. |Kvenéing komora

Tehnicki podaci:

dimenzije: DN 1180

materijal: 1.0038; 6/8 mm

PP obloga i materijal: 90 mm, npr. Calderys Calde flow LA 50 ZS

4AA-FA1 | 1 kom. |Rashladni ventilator — prvi stepen hladenja

Tehnicki podaci:

tip: vkd71 0630-fb14

max zapreminski protok: 22857 Nm?*/h = 26448 m*/h
ukupno povecanje pritiska: 2478 Pa

nominalni zapreminski protok: 19554 Nm*h = 21254 m3/h
ukupno povecanje pritiska: 2488 Pa

instalisana snaga: 30 kW, 400V

0.00

0.00

0.08

0.00

30.00
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800.00

240.00

1200.00

1200.00
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4AA-SI1

4AA-FA2

4AA-S2

4AA-LD1

1 kom.

1 kom.

1 kom.

1 kom.

1 kom.

1 kom.

Frekventi regulator za rashladni ventilator

Tehnic¢ki podaci:
za pogon 30 kW

Prigusivac

Tehnicki podaci:
max zapreminski protok: 26448 m3/h
dimenzije: 1200 x 1200; 1= 600 mm

Rashladni ventilator — drugi stepen hladenja

Tehnicki podaci:

tip: vkd80 0710-fb14

max zapreminski protok: 32250 Nm?/h = 37309 m3/h
ukupno povecanje pritiska: 2109 Pa

nominalni zapreminski protok: 26000 Nm*h = 28614 m3/h
ukupno povecanje pritiska: 2109 Pa

instalisana snaga: 37 kW, 400V

Frekventi regulator za rashladni ventilator

Tehnic¢ki podaci:
za pogon 37 kW

Prigusivac

Tehnicki podaci:
max zapreminski protok: 37309 m3/h
dimenzije: 1200 x 1500; 1 = 600 mm

Zaluzina sa demperom

pozicija: izmedu rashladnog ventilatora i quench komore
Tehnicki podaci:

materijal otporan na temperaturu do 500 °C

pneumatski aktuator jednostrukog dejstva sa 3/2-putnim ventilom,

povratna opruga

0.00

0.00

37.00

0.00

0.00

0.02

0.00

100.00

1600.00

100.00

130.00
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4AA-LD2

4AA-LD3

4AA-BV1

4A1-BF1

1 kom.

1 kom.

1 kom.

1 kom.

rezervoar komprimovanog vazduha od 20 1
dimenzije: DN 630

Zaluzina sa demperom

pozicija: quench komore i bypass filtera

Tehnicki podaci:

materijal otporan na temperaturu do 450 °C

pneumatski rotacioni aktuator, Flowserve S200 jednostrukog dejstva sa 3/2-
putnim ventilom, povratna opruga

rezervoar komprimovanog vazduha od 20 1
dimenzije: DN 1250
tip: akr-1250-pd05e

Zaluzina sa demperom

pozicija: izmedu rashladnog ventilatora i kanala

Tehnicki podaci:

materijal otporan na temperaturu do 450 °C

pneumatski aktuator jednostrukog dejstva sa 3/2-putnim ventilom,
povratna opruga

rezervoar komprimovanog vazduha od 20 1
dimenzije: DN 710

Klapna za brzo zatvaranje ispred filtera

pozicija: u kanalu ispred bypass filtera

Tehnicki podaci:

materijal otporan na temperaturu do 250 °C

pneumatski aktuator jednostrukog dejstva sa 3/2-putnim ventilom,
povratna opruga

dimenzije: DN 800

Bypass filter

Impulsni vreéasti filter sa potpuno automatskim ¢is¢enjem svih vreca filtera
sa komprimovanim vazduhom

Tehnicki podaci:

tip: fi pp18w-66-07/1n00

protok gasaa: 111700 m3/h

temperatura: max 250 °C

povrsina filtracije: 1959 m?
potro$nja komprimovanog vazduha za ¢iséenje filtera: max. 185 Nm3/h
pritisak ¢is¢enja: 6 bara

0.02

0.02

0.02

7.10

250.00
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200.00
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4A1-R31

4A1-SC1

4A1-SG1

4A1-RF1

1 kom.

1 kom.

1 kom.

1 kom.

Kontrolna jedinica ,,PulseMaster Advanced” za potpuno automatsko
c¢iscenje filtera aktiviranjem pojedinacnih ventila

630 filterskih vre¢a: pre¢nika 165 mm i duzine 6000 mm
materijal vreca: fiberglas sa PTFE membranom 750 g/m?
nagib posude filtera: 70 °

Penthouse - ogradeni prostor iznad glave filtera

dva aksijalna ventilatora

kran nosivosti 0.5 t

debljina toplotne izolacije: 150 mm
povrsina za izolaciju: 350 m? (telo filtera, puzni transporter,rezervoar)

Grejanje rezervoara filtera

Grejanje do polovine visine rezervoara filtera sa elektricnim grejnim
kablovima

Tehnicki podaci:

Toplotna snaga: cca 0.7 kW/m?

tezina sistema grejanja rezervoara filtera je uracunata u tezini bypass filtera

Puzni transporter

Tehnicki podaci:

tip: fs fs-0400-7200

precnik puza: 400 mm

duzina posude: 7200 mm

kapacitet puza (pri 22 % opterecenja): 3800 kg/h (10.5 m3/h)
instalisana snaga: 2.2 kW, 400 V

tezina puznog transportera je uracunata u tezini bypass filtera

Zasun

Tehnicki podaci:

dimenzije: 500 x 315 mm, ru¢ni pogon

precnik puza: 400 mm

tezina zasuna je uracunata u tezini bypass filtera

Rotacioni dozator

Tehnic¢ki podaci:

30.00

2.20

0.00

2.20

0.00

0.00

0.00

0.00
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4A1-SMP1

4A1-BF2

4A1-FN2

1 kom.
1 kom.
1 kom.
1 kom.

tip: zss 0400-tk-25

kapacitet puza (pri 13 % opterecenja): 3,800 kg/h (10.5 m3/h)
instalisana snaga: 1.1 kW, 400 V

tezina dozatora je uracunata u tezini bypass filtera

Sistem za uzorkovanje bypass praSine

Tehnicki podaci:
dimenzije posude: 1 dm?
instalisana snaga: 0.5 kW, 400 V

Filter (ventilacija silosa)
Impulsni vreéasti filter sa potpuno automatskim ¢is¢enjem svih vreca filtera
sa komprimovanim vazduhom

Tehnicki podaci:

tip: skdb 08/08-1.6-01

zapreminski protok: 2500 m*/h

temperatura vazduha: 200 °C

64 filter vrece, Pre¢nika 100 mm i duzine 1,600 mm

povrsina filtriracije: 34 m?

potro$nja komprimovanog vazduha za ¢is¢enje filtera: max. 5.8 Nm*/h

pritisak ¢is¢enja: 4 bar
instalisana snaga: 0.5 kW, 400 V

debljina toplotne izolacije: 100 mm
povrsina za izolaciju: 15 m? (ukljucujuci ventilator filtera)

Ventilator filtera

u sklopu filtera

Tehnicki podaci:

tip: vml45 0200-hb29

zapreminski protok (radni uslovi): 2500 m*h
temperatura fluida: 200 °C

instalisana snaga: 4 kW, 400 V

Frekventi regulator za ventilator filtera

Tehnicki podaci:
za pogon 4 kW

0.50
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4.00
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4A1-S11

4A1-FV1

4A1-FN1

4AA-DU1

4AA-DU2

1 kom.
1 kom.
1 kom.
1 kom.
1 kom.
1 kom.

Prigusivac

Tehnicki podaci:
max zapreminski protok: 2500 m3*/h
dimenzije: 300 x 600; 1 =900 mm

Klapna za kompenzaciju pritiska

Bypass ventilator

Tehnicki podaci:

tip: vkd63 1000-tb14

zapreminski protok: 111700 m*h
ukupno povecanje pritiska: 5163 Pa
temperatura fluida: 200 °C
instalisana snaga: 250 kW, 400 V

debljina toplotne izolacije: 100 mm
povrsina za izolaciju: 20 m?
Frekventi regulator za ventilator filtera

Tehnic¢ki podaci:
za pogon 250 kW

Potisni kanal rashladnog ventilatora 4AA-FA1

Tehnicki podaci:
prec¢nik: DN 710
materijal, debljina lima:
temperatura:

Potisni kanal rashladnog ventilatora 4AA-FA2

Tehnicki podaci:
prec¢nik: DN 800
materijal, debljina lima:
temperatura:

0.00

0.00

250.00
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0.00
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4AA-DU3

4AA-DU4

4AA-SS1

4AA-SS2

4A1-DU1

1 kom.

1 kom.

1 kom.

1 kom.

1 kom.

Kanal za gasove od kvencing komora do klapne

Tehnicki podaci:

prec¢nik: DN 1180

materijal, debljina lima: 1.5415; 6/8 mm
temperatura: do 500 °C

debljina toplotne izolacije: 150 mm
povrsina za izolaciju: 8 m?

Kanal nepreciS¢enih gasova

Tehnicki podaci:

precnik: aproksimalno DN 1400 mm

materijal, debljina lima: 1.0425 (kotlovski lim); 5 mm
temperatura gasova: do 400 °C

debljina toplotne izolacije: 150 mm
povrsina za izolaciju: 200 m?
Oslonac kanala neprecis¢enih gasova

Tehnic¢ki podaci:
toplo pocinkovan

Pristupna platforma do kvencing komora

Tehnic¢ki podaci:
toplo pocinkovan

Kanal od izlaza iz filtera do usisne strane ventilator 4A1-FN1
preciséeni gasovi

Tehnic¢ki podaci:

prec¢nik: DN 1600

materijal, debljina lima: 1.0038 (ugljenic¢ni Celik); 5 mm
temperatura: do 200 °C

debljina toplotne izolacije: 100 mm

0.00

0.00

0.00

0.00

0.00

500.00
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5000.00
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4A1-DU2

4A1-DU3

4A1-DU4

4A1-SS1

4A1-SS2

1 kom.

1 kom.
1 kom.
1 kom.
1 kom.

povrsina za izolaciju: 300 m?

Kanal od potisne strane ventilatora 4A1-FN1 do
komore za meSanje

preciséeni gasovi

Tehnicki podaci:

prec¢nik: DN 1600

materijal, debljina lima: 1.0038 (ugljenicni Celik); 5 mm
temperatura: do 200 °C

debljina toplotne izolacije: 100 mm
povrsina za izolaciju: 150 m?

Kanal iznad komore za meSanje

ACM

Tehnicki podaci:

prec¢nik: DN 1600

materijal, debljina lima: 1.0038 (ugljenicni Celik); 5 mm
temperatura: do 200 °C

debljina toplotne izolacije: 100 mm
povrsina za izolaciju: 8 m?

Kanal iz komore za meSanje do hladnjaka klinkera
FTI

Tehnicki podaci:

prec¢nik: DN 1600

materijal, debljina lima: 1.0038 (ugljenicni Celik); 5 mm
temperatura: do 200 °C

debljina toplotne izolacije: 100 mm
povrsina za izolaciju: 410 m?

Oslonac kanala preciS¢enog gasa
Scheuch

Tehnicki podaci:

toplo pocinkovan

Oslonac prigusivaca 4A1-S16
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Tehnic¢ki podaci:

toplo pocinkovan

4A1-SS3 | 1 kom. (Oslonac kanala preciSéenog gasa 0.00 2500.00
FTI

Tehnicki podaci:
toplo pocinkovan

4AA-EJ | 2 kom. |[Kompenzator na kanalu neprecdi§¢enog gasa 0.00 300.00

Tehnicki podaci:
precnik: aproksimalno DN 1400
temperatura gasova: do 400 °C

4A1-EJ 5 kom. |[Kompenzator na kanalu preciS¢enog gasa 0.00 750.00
2 x na deonici izmedu filtera i bypass ventilatora

3 x na deonici izmedu bypass ventilatora i hladnjaka klinkera
Tehnicki podaci:

prec¢nik: DN 1600

temperatura gasova: do 250 °C

4A1-SS4 | 1 kom. (Pristupna platforma do Penthousa 0.00 1300.00
Pristupna platforma do vrha filtera (glave filtera) iz Predgrejaca
Tehnicki podaci:
toplo pocinkovan

4A1-SS5 | 1 kom. (Pristupna staza do vrha bypass silosa 0.00 1500.00
Kapija za pristup do vrha bypass silosa iz Predgrejaca
Tehnicki podaci:
toplo pocinkovan

4A1-SS6 | 1 kom. (Platforma ispred glave filtera 0.00 3000.00

Tehnic¢ki podaci:
toplo pocinkovan
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4A1-SS7 | 1 kom. |Celi¢na konstrukcija za oslanjanje filtera 4A1-BF1 0.00 11000.00
ukljucujuéi servisnu platformu za rezervoar filtera, h = 6930 mm
Tehnicki podaci:

toplo pocinkovan

4A1-SS8 | 1 kom. [Merdevine sa ledobranima za izlaz u slu¢aju opasnosti 0.00 600.00

Tehnic¢ki podaci:
toplo pocinkovan

4A1-SS9 | 1 Kkom. |Pristupna platforma 0.00 350.00
za pristup do filtera 4A1-BF2 na vrhu silosa
Tehnicki podaci:
toplo pocinkovan

4A1-CH1 | 1 Kkom. [Komora za izuzimanje gasova iz peci 0.00 90.00

Tehnic¢ki podaci:

PH-CH2 | 1 kom. [Rekonstrukcija platforme na visini +12054 0.00 500.00
ojacanje zbog postavljanje ventilatora 4AA-FA1
Tehnicki podaci:

PH-CH3 | 1 kom. [Rekonstrukcija platforme na visini +20678 0.00 600.00
ojacanje zbog postavljanje ventilatora 4AA-FA2
Tehnicki podaci:

PH-CH4 | 1 kom. [Rekonstrukcija platforme na visini +15910 0.00 500.00
prosirenje i ojacanje zbog ankerisanja potisnog kanala ventilatora 4AA-FA1
Tehnicki podaci:

PH-CH5 | 1 kom. [Rekonstrukcija platforme na visini +20678 0.00 400.00
ojacanje zbog postavljanja kanala neprec¢iS¢enog gasa
Tehnicki podaci:

1 kom. [Zamena posude za vodu 0.00 650.00
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zbog postavljanja kanala neprecis¢enog gasa na visini +36138 m
Tehnicki podaci:

4A1-3S1 1 kom. |Silos prasSine 0.00 58000.00
sa ravnim dnom

Tehnicki podaci:

zapremina vode: aproksimalno 530 m?

korisna zapremina: aproksimalno 500 m?
dimenzije: pre¢nik 8000 mm; visina 10600 mm

debljina toplotne izolacije: 150 mm

povrsina za izolaciju: cilindri¢ni deo: 410 m?
krov: 55 m?
dno: 55 m?

4A1-SS10 | 1 kom. |Celi¢na konstrukcija za oslanjanje silosa prasine 0.00 56000.00
ukljucujuci obloge, ventilacione zaluzine i zastitnu ogradu
Tehnicki podaci:
toplo pocinkovan

1 kom. |Obloga za ¢eli¢nu konstrukciju za oslanjanje 0.00 4000.00
ukljucujuci zaluzine za prirodnu ventilaciju
Tehnicki podaci:

toplo pocinkovan

4A1-LD1 | 1 kom. |Zaluzina sa demperom 0.50 730.00
ukljucujuci servo pogon
Tehnicki podaci:

dimenzije:

instalisana snaga: 0.5 kW, 400 V

4A1-SI6 1 Kkom. |Prigusivac 0.00 2500.00

Tehnicki podaci:
max zapreminski protok: 34000 m3/h
dimenzije: 3100 x 2000 x 2000 mm

4A1-BV1 | 1 kom. |Leptir demper 0.05 190.00
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Tehnic¢ki podaci:

pneumatski aktuator jednostrukog dejstva sa 3/2-putnim ventilom,
povratna opruga
dimenzije:

4A1-BV2 [ 1 kom. |Leptir demper 0.05 190.00

Tehnicki podaci:

pneumatski aktuator jednostrukog dejstva sa 3/2-putnim ventilom,
povratna opruga

dimenzije:

4A1-SI12 1 kom. |Prigusivad 0.00 500.00

Tehnicki podaci:
max zapreminski protok: 33000 m3/h; 20 °C
dimenzije: 1700 x 1300 x 1300 mm

4A1-BV3 | 1 kom. |Leptir demper 0.05 190.00

Tehnicki podaci:

pneumatski aktuator jednostrukog dejstva sa 3/2-putnim ventilom,
povratna opruga

dimenzije:

4A1-BV4 | 1 kom. |Leptir demper 0.05 190.00

Tehnicki podaci:

pneumatski aktuator jednostrukog dejstva sa 3/2-putnim ventilom,
povratna opruga

dimenzije:

4A1-S13 1 kom. |Prigusivad 0.00 500.00

Tehnicki podaci:
max zapreminski protok: 22400 m3/h; 20 °C
dimenzije: 1700 x 1300 x 1300 mm

4A1-BVS5 | 1 kom. |Leptir demper 0.05 190.00
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Tehnic¢ki podaci:

pneumatski aktuator jednostrukog dejstva sa 3/2-putnim ventilom,
povratna opruga
dimenzije:

4A1-BV6 | 1 kom. |Leptir demper 0.05 190.00

Tehnicki podaci:

pneumatski aktuator jednostrukog dejstva sa 3/2-putnim ventilom,
povratna opruga

dimenzije:

4A1-S14 1 kom. |Prigusivaé 0.00 500.00

Tehnicki podaci:
max zapreminski protok: 35200 m?h; 20 °C
dimenzije: 1700 x 1300 x 1300 mm

4A1-BV7 [ 1 Kkom. |Leptir demper 0.05 190.00

Tehnicki podaci:

pneumatski aktuator jednostrukog dejstva sa 3/2-putnim ventilom,
povratna opruga

dimenzije:

4A1-BV8 [ 1 Kkom. |Leptir demper 0.05 190.00

Tehnicki podaci:

pneumatski aktuator jednostrukog dejstva sa 3/2-putnim ventilom,
povratna opruga

dimenzije:

4A1-SI5 1 kom. |Prigusivaé 0.00 500.00

Tehnicki podaci:
max zapreminski protok: 30600 m?h; 20 °C
dimenzije: 1700 x 1300 x 1300 mm

471-DU1 1 kom. |Potisni kanal ventilatora 471-FA1 0.00 1100.00
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471-DU2

471-DU3

471-DU4

471-EJ

1 kom.

1 kom.

1 kom.

1 kom.

pozicija: izmedu rashladnog ventilatora 471-FA1 i hladnjaka
Tehnicki podaci:

dimenzije: 600 x 800 mm

debljina toplotne izolacije: 100 mm
povrsina za izolaciju: 20 m?

Potisni kanal ventilatora 471-FA2

pozicija: izmedu rashladnog ventilatora 471-FA2 i hladnjaka
Tehnicki podaci:

dimenzije: 600 x 800 mm

debljina toplotne izolacije: 100 mm
povrsina za izolaciju: 20 m?

Potisni kanal ventilatora 471-FA3

pozicija: izmedu rashladnog ventilatora 471-FA3 i hladnjaka
Tehnicki podaci:

dimenzije: 600 x 800 mm

debljina toplotne izolacije: 100 mm
povrsina za izolaciju: 30 m?

Potisni kanal ventilatora 471-FA4

pozicija: izmedu rashladnog ventilatora 471-FA3 i hladnjaka
Tehnicki podaci:

dimenzije: 600 x 800 mm

debljina toplotne izolacije: 100 mm
povrsina za izolaciju: 30 m?

Kompenzator
pozicija: na potisnom kanalu izmedu ventilatora i hladnjaka
Tehnicki podaci:

0.00

0.00

0.00

0.00

1100.00

1100.00

1100.00

320.00
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471-CC

471-FA1

471-FA2

1 kom. [Rekonstrukcija hladnjaka klinkera - unutrasnji deo

novi delovi hladnjaka klinkera:

prva pokretna jedinica

reSetke za pokretne ploce

zaptivanje izmedu ploca

vertikalni nosaci ploc¢a

horizontalni nosaci ploca

regulator protoka vazduha

centralna jedinica za podmazivanje sa kontrolnim panelom i osloncima

1 kom. [Rashladni ventilator za prvu komoru - novi

Tehnicki podaci:

Projektni uslovi:

temperatura: 150 °C

zapreminski protok: 32760 Nm3/h = 51960 m3/h
ukupno povecanje pritiska: 9000 Pa

Radni uslovi:

temperatura: 150 °C

zapreminski protok: 25440 Nm?3/h = 40380 m3/h
ukupno povecanje pritiska: 6700 Pa

instalisana snaga: 160 kW, 400 V

1 kom. |Frekventi regulator za rashladni ventilator

Tehnic¢ki podaci:
za pogon 200 kW

1 kom. [Rashladni ventilator za drugu komoru - postojeéi
izmesten postoje¢i FAN-1

Tehnicki podaci:

Projektni uslovi:

temperatura: 150 °C

zapreminski protok: 23160 Nm?3/h = 36780 m*/h
ukupno povecanje pritiska: 8500 Pa

Radni uslovi:

temperatura: 150 °C

zapreminski protok: 19500 Nm?3/h = 30960 m3/h
ukupno povecanje pritiska: 6500 Pa

instalisana snaga: 132 kW, 400 V

0.00

160.00

0.00

132.00

14870.00

5900.00

100.00

5900.00
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1 kom. |Frekventi regulator za rashladni ventilator 0.00 100.00

Tehnic¢ki podaci:
za pogon 132 kW

471-FA3 1 kom. |[Rashladni ventilator za tre¢u komoru - novi 200.00 5900.00

Tehnicki podaci:

Projektni uslovi:

temperatura: 150 °C

zapreminski protok: 39480 Nm?3/h = 62640 m*/h
ukupno povecanje pritiska: 8200 Pa

Radni uslovi:

temperatura: 150 °C

zapreminski protok: 33180 Nm?3/h = 52680 m3/h
ukupno povecanje pritiska: 6100 Pa

instalisana snaga: 200 kW, 400 V

1 kom. |Frekventi regulator za rashladni ventilator 0.00 100.00
Tehnic¢ki podaci:
za pogon 250 kW
471-FA4 1 kom. [Rashladni ventilator za ¢etvrtu komoru - novi 160.00 5900.00
Tehnic¢ki podaci:

Projektni uslovi:

temperatura: 150 °C

zapreminski protok: 34080 Nm?3/h = 54120 m3/h
ukupno povecanje pritiska: 8000 Pa

Radni uslovi:

temperatura: 150 °C

zapreminski protok: 28680 Nm?3/h = 45540 m3/h
ukupno povecanje pritiska: 5700 Pa

instalisana snaga: 160 kW, 400 V

1 kom. |Frekventi regulator za rashladni ventilator 0.00 100.00
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Tehnicki podaci:

za pogon 200 kW
471-SS1 1 kom. |Nosa¢ ventilatora 471-FN1 0.00 60.00
471-SS2 Nosac ventilatora 471-FN2 0.00 60.00
471-SS3 Nosac ventilatora 471-FN3 0.00 60.00
471-SS4 Nosac ventilatora 471-FN4 0.00 60.00
4A1-SC2 | 1 kom. [Sistem za praZnjenje silosa - Morillon 0.00 1980.00

Tehnic¢ki podaci:

tip: HMC910 Z2 (PHMC0021) nerdajuci celik

ukljucujuci:

poklopac, kuciste i rezervoar od nerdajuceg Celika otporan na koroziju
specijalne zaptivke i creva otporna na koroziju i visoku temperaturu
glava potpuno zatvorena,

specijalne zaptivke otporne na koroziju i visoku temperaturu

senezor za visoke temperature

Puz kapaciteta 10 - 30 m*h (CVIS0002)

Puz sa progresivnim precnikom i navojom

preénik i navoj: max. 280 x 260 mm, debljina: 6 mm
cev: 122 mm i debljina: 20 mm

lopatice sa tvrdocom 400 HB (Celik otporan na habanje)
vratilo od E470 (ugljeni¢ni celik)

materijal: meSavina bypass prasine i prasine iz peci; 0.36-0.6 t/m?
kapacitet praznjenja: 10 - 30 m*h

veli¢ina zrna: do 1 mm

vlaznost: do 1.0 %

temperatura: 160 °C max - 180 °C najduze u trajanju od 10 min
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4A1-HD1 | 1 kom. |Hidrauli¢ka stanica za praZnjenje silosa 24.00 420.00

Tehnicki podaci:

jedinica H250 - 22 kW — RC (PCE250P022)
rezervoar ulja zapremine 250 1

instalisana snaga: 22 kW, 400 V

grejac ulja: 2 kW, 400 V

set cevovoda

4A1-SG2 | 1 Kkom. (Zasun - rezervni otvor za prazZnjenje silosa 0.00 150.00

Tehnicki podaci:
dimenzije: 500 x 500 mm, ru¢ni pogon

4A1-RF2 1 kom. |Rotacioni dozator 3.00 290.00

Tehnicki podaci:
dimenzije: precnik 500 mm
instalisana snaga: 3 kW, 400 V

4A1-SG3 | 1 Kkom. |Zasun - glavni otvor za prazZnjenje silosa 0.00 180.00

Tehnicki podaci:
dimenzije: 600 x 700 mm, ruc¢ni pogon

4A1-SG4 | 1 Kkom. (Zasun - iznad reverzibilnog puZnog transportera 0.02 250.00
ukljucujuci pneumatski pogon
Tehnicki podaci:

dimenzije: 600 x 700 mm
instalisana snaga: 0.02 kW, 400 V

4A1-SG5 | 1 Kkom. (Zasun - iznad pumpe za pneumatski transport 0.02 150.00
ukljucujuéi pneumatski pogon
Tehnicki podaci:

dimenzije: 400 x 400 mm
instalisana snaga: 0.02 kW, 230 V

4A1-SC3 | 1 kom. |Reverzibilni puZni transporter 3.00 550.00
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za transport prasine do uredaja za pneumatski transport ili do vodom
hladenog puznog transportera

Tehnicki podaci:

dimenzije: pre¢nik 320 x 3500 mm
kapacitet: 10 - 30 m*%h
temperatura: max. 200 °C
instalisana snaga: 3 kW, 400 V

4A1-PP1 | 1 kom. |Pneumatski transportni sistem 15.00 1300.00
ukljucujuéi:

ulazni deo i kuéiste puza od livenog materijala

zajednicki nosa¢ za pumpu i motor

izlazni deo, zavaren za nosac

ojacano zavrsno krilo, visoko otporno na habanje

zamenljive ¢aure otporne na habanje

centralna mlaznica za vazduh

vratilo puznog transportera sa lezajevima sa zastitom od prasine
rotacioni zaptivac vratila sa lavirintskom zaptivkom i

prikljuécima za zaptivanje vazduhom

kontrolni poklopac na prednjoj strani izlaza puza, uklju¢ujuéi demper i
povratnu oprugu

prelazni deo za transportnu cev, otporan na habanje

tri manometra

fleksibilna spojnica sa zastitom

transmiter pritiska sa displejom

Tehnic¢ki podaci:

tip: PETERS Pump X — 150
kapacitet: 10 t/h

instalisana snaga: 15 kW, 400 V

Posuda za doziranje:
dimenzije: 150

zavarene ¢eli¢ne ploce sa otvorom za inspekciju
veli¢ina ulaznog otvora: DN 300
veli¢ina izlaznog otvora: DN 65

4A1-BL2 | 1 kom. [Duvaljka 75.00 1980.00
za vazduh namenjen pneumatskom transportu,
ukljucujuci haubu od pocinkovane Celi¢ne ploce
Tehnicki podaci:

tip: AERZEN Delta Blower G5 Type: GM 35 S
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zapreminski protok: min. 760 m*h
max. 2000 m*h

razlika pritiska: 800 mbar
instalisana snaga: 75 kW, 400 V

1 kom. |Frekventi regulator za motor duvaljke 0.02 80.00
Tehnicki podaci:
za pogon 75 kW

4A1-DG1 | 1 kom. [Dvosmerna klapna 0.01 320.00
ukljucujuci pneumatski aktuator, solenoidni ventil i grani¢ne prekidace za
ukljucivanje/iskljucivanje

Tehnicki podaci:

dimenzije: DN 200

instalisana snaga: 2 x 0.006 kW

4A1-CH2 | 1 kom. [Kanal- za rezervno praZnjenje silosa 0.00 185.00
4A1-CH3 | 1 kom. [Kanal - silos/ reverzibilni puZni transporter 0.00 75.00
4A1-CH4 | 1 kom. [Kanal - reverzibilni puZni transporter/pneumatski transportni sistem 0.00 240.00
4A1-CHS | 1 kom. [Kanal - reverzibilni puZni transporter/vodom hladeni puZni transporter 0.00 40.00
4A1-CH6 | 1 kom. |Kanal - vodom hladeni puZni transporter/ 0.00 1150.00

dozator za kamionske cisterne

4A1-PL1 | 1 kom. [Cevovod za komprimovani vazduh 0.00 400.00

4A1-PL2 | 1 kom. [Cevovod za transport vazduh 0.00 250.00

dimenzije: DN 150/DN 100
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4A1-PL3 | 1 kom. [Cevovod za transport prasine 0.00 5900.00

dimenzije: DN 200

4A1-PL4 | 1 kom. [Cevovod za transport prasine - delovi od bazalta 0.00 2900.00

dimenzije: DN 200

4A1-SS11 | 1 kom. |Oslonci za cevovode 0.00 500.00

4A1-DP1 | 1 kom. (Kanal za otpraSivanje 0.00 80.00

dimenzije: DN 65

4A1-BV9 [ 1 Kkom. |Leptir ventil 0.00 10.00
ruéni pogon
dimenzije: DN 65

62 - Distribucija praSine

4A1-SG6 | 1 kom. |Zasun - iznad vodom hladenog puZnog transportera 0.02 150.00
ukljucujuci pneumatski aktuator
Tehnicki podaci:

dimenzije: 400 x 400 mm
instalisana snaga: 0.02 kW, 230 V

4A1-SC4 | 1 kom. [Vodom hladeni puzni transporter 11.00 | 18800.00
dvostruko vratilo

Tehnicki podaci:

tip: DTKSF-DN800. TL=8500 mm
potros$nja vode: 18 m3/h

instalisana snaga: 11 kW, 400 V
horizontalni raspored

precnik otvora: DN 800

ulaz proizvoda: DN 500

izlaz proizvoda: 400 x 600 mm
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4A1-LA1

4A1-BF3

4A1-FN3

4A1-PLS

1 kom.
1 kom.
1 kom.
1 kom.

duzina transportera: 7,700 mm

duzina propusnika: ~ 8,500 mm

ukupna duzina: 12,000 mm

sa AT =10 K (15-25 °C) i 18 m*h vode, moZze se ostvariti kapacitet hladenja
od 200 kW.

Sto bi znacilo za hladenje proizvoda temperature 115 °C i protoka 24 t/h ili
za hladenje proizvoda temperature 90 °C i protoka 12 t/h

Sistem za punjenje kamionskih cisterni

ukljucujudi sistem za otprasivanje - filter 4A1-BF3 i ventilator 4A1-FN3
Tehnicki podaci:

transportni kapacitet: max 40 t/h

Lmin: 1500 mm

hod: 1500 mm

Lmax: 3000 mm

ulazna prirubnica: precnik 300 mm

temperatura: max 140 °C
instalisana snaga:

duzina:

pogon za podizanje: 0.55 kW, 400 V, 50 Hz
pogon za vibriranje: 0.12 kW, 400 V, 50 Hz

Filter
ukljucen u sistem za punjenje kamionskih cisterni

Tehnicki podaci:

protok vazduha: 900 m*h

povrsina filtracije: 17.5 m?

pritisak za ¢iS¢enje: min. 5 bara; 10-12 Nm3/h
tezina filtera je ukljucena u tezinu dozatora

Ventilator
ukljucen u sistem za punjenje kamionskih cisterni

Tehnicki podaci:

protok vazduha: 900 m*h

instalisana snaga: 1.5 kW, 400 V

tezina ventilatora je ukljucena u tezinu dozatora

Cevovod rashladne vode

Tehnicki podaci:
protok vode: max. 18 m*h

0.67

0.00

1.50

0.00

350.00

0.00

0.00

350.00
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dimenzije: DN 80

debljina toplotne izolacije: 50 mm
povrsina za izolaciju: 10 m?

4A1-SS12 | 1 kom. [Oslonci za cevovod rashladne vode 0.00 250.00

L6 - Kanal toplog gasa od mlina uglja do mlina sirovine

Lé6-DP1 1 kom. [Kanal toplih gasova do mlina uglja 0.00 9500.00
L6-SS 1 kom. [Oslonci na kanalu toplog gasa do mlina uglja 0.00 8000.00
L6-EJ 1 kom. [Kompenzatori 0.00 250.00

Le6-SS 1 kom. [IzmeStanje postojeceg oslonca 0.00 8000.00




LUDAN Engineering d.o.o.

11 040 Beograd, Savski Venac, Kozjacka 2
tel/fax: +381 11 26 53 718

email:office@ludan.rs | web:www.ludan.rs

1.6.2.6 Tehnicki listovi

Chlorid bypass sa filterom i silosom prasSine u cementari "Moravacem" na KP 2226/1 KO Popovac, Str. 29
Parac¢in
398/24-1DP-6 Rev.0 / Beograd, 05.2024.

Nije dozvoljeno kori$¢enje, umnozavanje i Stampanje ovog dokumenta bez prethodne pisane saglasnosti LUDAN Engineering d.o.o Beograd.
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4A - By-pass peci

PH-CH1 | 1 kom. |IzmeStane postojece splash komore

4AA-CH1 | 1 kom. |Komora za izuzimanje
hauba za izuzimanje dimnih gasova iz peci

Tehnicki podaci:
materijal haube: 1.0038, 10 mm
debljina vatrostalne obloge: 250 mm

4AA-AB1 | 4 kom. |Air blaster

4AA-AB2 ukljucujuéi mlaznice, posudu i magnetni ventil
4AA-AB3 Tehnicki podaci:
4AA-AB4 dimenzije posude: 30 1

4AA-QA1 | 1 kom. |Kvenéing komora

Tehnicki podaci:

dimenzije: DN 1180

materijal: 1.0038; 6/8 mm

PP obloga i materijal: 90 mm, npr. Calderys Calde flow LA 50 ZS

4AA-FA1 | 1 kom. |Rashladni ventilator — prvi stepen hladenja

Tehnicki podaci:

tip: vkd71 0630-fb14

max zapreminski protok: 22857 Nm?*/h = 26448 m*/h
ukupno povecanje pritiska: 2478 Pa

nominalni zapreminski protok: 19554 Nm*h = 21254 m3/h
ukupno povecanje pritiska: 2488 Pa

instalisana snaga: 30 kW, 400V

0.00

0.00

0.08

0.00

30.00

1800.00

800.00

240.00

1200.00

1200.00
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4AA-SI1

4AA-FA2

4AA-S2

4AA-LD1

1 kom.

1 kom.

1 kom.

1 kom.

1 kom.

1 kom.

Frekventi regulator za rashladni ventilator

Tehnic¢ki podaci:
za pogon 30 kW

Prigusivac

Tehnicki podaci:
max zapreminski protok: 26448 m3/h
dimenzije: 1200 x 1200; 1= 600 mm

Rashladni ventilator — drugi stepen hladenja

Tehnicki podaci:

tip: vkd80 0710-fb14

max zapreminski protok: 32250 Nm?/h = 37309 m3/h
ukupno povecanje pritiska: 2109 Pa

nominalni zapreminski protok: 26000 Nm*h = 28614 m3/h
ukupno povecanje pritiska: 2109 Pa

instalisana snaga: 37 kW, 400V

Frekventi regulator za rashladni ventilator

Tehnic¢ki podaci:
za pogon 37 kW

Prigusivac

Tehnicki podaci:
max zapreminski protok: 37309 m3/h
dimenzije: 1200 x 1500; 1 = 600 mm

Zaluzina sa demperom

pozicija: izmedu rashladnog ventilatora i quench komore
Tehnicki podaci:

materijal otporan na temperaturu do 500 °C

pneumatski aktuator jednostrukog dejstva sa 3/2-putnim ventilom,

povratna opruga

0.00

0.00

37.00

0.00

0.00

0.02

0.00

100.00

1600.00

100.00

130.00

150.00




Projekat: CHLORID BYPASS SA FILTEROM I SILOSOM PRASINE

Investitor: MORAVACEM d.o.0. Popovac

Lista opreme

Rev. 0
05/2024

4AA-LD2

4AA-LD3

4AA-BV1

4A1-BF1

1 kom.

1 kom.

1 kom.

1 kom.

rezervoar komprimovanog vazduha od 20 1
dimenzije: DN 630

Zaluzina sa demperom

pozicija: quench komore i bypass filtera

Tehnicki podaci:

materijal otporan na temperaturu do 450 °C

pneumatski rotacioni aktuator, Flowserve S200 jednostrukog dejstva sa 3/2-
putnim ventilom, povratna opruga

rezervoar komprimovanog vazduha od 20 1
dimenzije: DN 1250
tip: akr-1250-pd05e

Zaluzina sa demperom

pozicija: izmedu rashladnog ventilatora i kanala

Tehnicki podaci:

materijal otporan na temperaturu do 450 °C

pneumatski aktuator jednostrukog dejstva sa 3/2-putnim ventilom,
povratna opruga

rezervoar komprimovanog vazduha od 20 1
dimenzije: DN 710

Klapna za brzo zatvaranje ispred filtera

pozicija: u kanalu ispred bypass filtera

Tehnicki podaci:

materijal otporan na temperaturu do 250 °C

pneumatski aktuator jednostrukog dejstva sa 3/2-putnim ventilom,
povratna opruga

dimenzije: DN 800

Bypass filter

Impulsni vreéasti filter sa potpuno automatskim ¢is¢enjem svih vreca filtera
sa komprimovanim vazduhom

Tehnicki podaci:

tip: fi pp18w-66-07/1n00

protok gasaa: 111700 m3/h

temperatura: max 250 °C

povrsina filtracije: 1959 m?
potro$nja komprimovanog vazduha za ¢iséenje filtera: max. 185 Nm3/h
pritisak ¢is¢enja: 6 bara

0.02

0.02

0.02

7.10

250.00

180.00

200.00

53050.00
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4A1-R31

4A1-SC1

4A1-SG1

4A1-RF1

1 kom.

1 kom.

1 kom.

1 kom.

Kontrolna jedinica ,,PulseMaster Advanced” za potpuno automatsko
c¢iscenje filtera aktiviranjem pojedinacnih ventila

630 filterskih vre¢a: pre¢nika 165 mm i duzine 6000 mm
materijal vreca: fiberglas sa PTFE membranom 750 g/m?
nagib posude filtera: 70 °

Penthouse - ogradeni prostor iznad glave filtera

dva aksijalna ventilatora

kran nosivosti 0.5 t

debljina toplotne izolacije: 150 mm
povrsina za izolaciju: 350 m? (telo filtera, puzni transporter,rezervoar)

Grejanje rezervoara filtera

Grejanje do polovine visine rezervoara filtera sa elektricnim grejnim
kablovima

Tehnicki podaci:

Toplotna snaga: cca 0.7 kW/m?

tezina sistema grejanja rezervoara filtera je uracunata u tezini bypass filtera

Puzni transporter

Tehnicki podaci:

tip: fs fs-0400-7200

precnik puza: 400 mm

duzina posude: 7200 mm

kapacitet puza (pri 22 % opterecenja): 3800 kg/h (10.5 m3/h)
instalisana snaga: 2.2 kW, 400 V

tezina puznog transportera je uracunata u tezini bypass filtera

Zasun

Tehnicki podaci:

dimenzije: 500 x 315 mm, ru¢ni pogon

precnik puza: 400 mm

tezina zasuna je uracunata u tezini bypass filtera

Rotacioni dozator

Tehnic¢ki podaci:

30.00

2.20

0.00

2.20

0.00

0.00

0.00

0.00
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4A1-SMP1

4A1-BF2

4A1-FN2

1 kom.
1 kom.
1 kom.
1 kom.

tip: zss 0400-tk-25

kapacitet puza (pri 13 % opterecenja): 3,800 kg/h (10.5 m3/h)
instalisana snaga: 1.1 kW, 400 V

tezina dozatora je uracunata u tezini bypass filtera

Sistem za uzorkovanje bypass praSine

Tehnicki podaci:
dimenzije posude: 1 dm?
instalisana snaga: 0.5 kW, 400 V

Filter (ventilacija silosa)
Impulsni vreéasti filter sa potpuno automatskim ¢is¢enjem svih vreca filtera
sa komprimovanim vazduhom

Tehnicki podaci:

tip: skdb 08/08-1.6-01

zapreminski protok: 2500 m*/h

temperatura vazduha: 200 °C

64 filter vrece, Pre¢nika 100 mm i duzine 1,600 mm

povrsina filtriracije: 34 m?

potro$nja komprimovanog vazduha za ¢is¢enje filtera: max. 5.8 Nm*/h

pritisak ¢is¢enja: 4 bar
instalisana snaga: 0.5 kW, 400 V

debljina toplotne izolacije: 100 mm
povrsina za izolaciju: 15 m? (ukljucujuci ventilator filtera)

Ventilator filtera

u sklopu filtera

Tehnicki podaci:

tip: vml45 0200-hb29

zapreminski protok (radni uslovi): 2500 m*h
temperatura fluida: 200 °C

instalisana snaga: 4 kW, 400 V

Frekventi regulator za ventilator filtera

Tehnicki podaci:
za pogon 4 kW

0.50

0.50

4.00

0.00

40.00

1100.00

150.00

60.00
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4A1-S11

4A1-FV1

4A1-FN1

4AA-DU1

4AA-DU2

1 kom.
1 kom.
1 kom.
1 kom.
1 kom.
1 kom.

Prigusivac

Tehnicki podaci:
max zapreminski protok: 2500 m3*/h
dimenzije: 300 x 600; 1 =900 mm

Klapna za kompenzaciju pritiska

Bypass ventilator

Tehnicki podaci:

tip: vkd63 1000-tb14

zapreminski protok: 111700 m*h
ukupno povecanje pritiska: 5163 Pa
temperatura fluida: 200 °C
instalisana snaga: 250 kW, 400 V

debljina toplotne izolacije: 100 mm
povrsina za izolaciju: 20 m?
Frekventi regulator za ventilator filtera

Tehnic¢ki podaci:
za pogon 250 kW

Potisni kanal rashladnog ventilatora 4AA-FA1

Tehnicki podaci:
prec¢nik: DN 710
materijal, debljina lima:
temperatura:

Potisni kanal rashladnog ventilatora 4AA-FA2

Tehnicki podaci:
prec¢nik: DN 800
materijal, debljina lima:
temperatura:

0.00

0.00

250.00

0.00

0.00

0.00

130.00

90.00

6500.00

100.00

500.00

500.00
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4AA-DU3

4AA-DU4

4AA-SS1

4AA-SS2

4A1-DU1

1 kom.

1 kom.

1 kom.

1 kom.

1 kom.

Kanal za gasove od kvencing komora do klapne

Tehnicki podaci:

prec¢nik: DN 1180

materijal, debljina lima: 1.5415; 6/8 mm
temperatura: do 500 °C

debljina toplotne izolacije: 150 mm
povrsina za izolaciju: 8 m?

Kanal nepreciS¢enih gasova

Tehnicki podaci:

precnik: aproksimalno DN 1400 mm

materijal, debljina lima: 1.0425 (kotlovski lim); 5 mm
temperatura gasova: do 400 °C

debljina toplotne izolacije: 150 mm
povrsina za izolaciju: 200 m?
Oslonac kanala neprecis¢enih gasova

Tehnic¢ki podaci:
toplo pocinkovan

Pristupna platforma do kvencing komora

Tehnic¢ki podaci:
toplo pocinkovan

Kanal od izlaza iz filtera do usisne strane ventilator 4A1-FN1
preciséeni gasovi

Tehnic¢ki podaci:

prec¢nik: DN 1600

materijal, debljina lima: 1.0038 (ugljenic¢ni Celik); 5 mm
temperatura: do 200 °C

debljina toplotne izolacije: 100 mm

0.00

0.00

0.00

0.00

0.00

500.00

11500.00

5000.00

5000.00

8000.00
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4A1-DU2

4A1-DU3

4A1-DU4

4A1-SS1

4A1-SS2

1 kom.

1 kom.
1 kom.
1 kom.
1 kom.

povrsina za izolaciju: 300 m?

Kanal od potisne strane ventilatora 4A1-FN1 do
komore za meSanje

preciséeni gasovi

Tehnicki podaci:

prec¢nik: DN 1600

materijal, debljina lima: 1.0038 (ugljenicni Celik); 5 mm
temperatura: do 200 °C

debljina toplotne izolacije: 100 mm
povrsina za izolaciju: 150 m?

Kanal iznad komore za meSanje

ACM

Tehnicki podaci:

prec¢nik: DN 1600

materijal, debljina lima: 1.0038 (ugljenicni Celik); 5 mm
temperatura: do 200 °C

debljina toplotne izolacije: 100 mm
povrsina za izolaciju: 8 m?

Kanal iz komore za meSanje do hladnjaka klinkera
FTI

Tehnicki podaci:

prec¢nik: DN 1600

materijal, debljina lima: 1.0038 (ugljenicni Celik); 5 mm
temperatura: do 200 °C

debljina toplotne izolacije: 100 mm
povrsina za izolaciju: 410 m?

Oslonac kanala preciS¢enog gasa
Scheuch

Tehnicki podaci:

toplo pocinkovan

Oslonac prigusivaca 4A1-S16

0.00

0.00

0.00

0.00

0.00

1500.00

1000.00

7500.00

6000.00

1500.00
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ACM
Tehnic¢ki podaci:

toplo pocinkovan

4A1-SS3 | 1 kom. (Oslonac kanala preciSéenog gasa 0.00 2500.00
FTI

Tehnicki podaci:
toplo pocinkovan

4AA-EJ | 2 kom. |[Kompenzator na kanalu neprecdi§¢enog gasa 0.00 300.00

Tehnicki podaci:
precnik: aproksimalno DN 1400
temperatura gasova: do 400 °C

4A1-EJ 5 kom. |[Kompenzator na kanalu preciS¢enog gasa 0.00 750.00
2 x na deonici izmedu filtera i bypass ventilatora

3 x na deonici izmedu bypass ventilatora i hladnjaka klinkera
Tehnicki podaci:

prec¢nik: DN 1600

temperatura gasova: do 250 °C

4A1-SS4 | 1 kom. (Pristupna platforma do Penthousa 0.00 1300.00
Pristupna platforma do vrha filtera (glave filtera) iz Predgrejaca
Tehnicki podaci:
toplo pocinkovan

4A1-SS5 | 1 kom. (Pristupna staza do vrha bypass silosa 0.00 1500.00
Kapija za pristup do vrha bypass silosa iz Predgrejaca
Tehnicki podaci:
toplo pocinkovan

4A1-SS6 | 1 kom. (Platforma ispred glave filtera 0.00 3000.00

Tehnic¢ki podaci:
toplo pocinkovan




_ Projekat: CHLORID BYPASS SA FILTEROM I SILOSOM PRASINE
™1 Aliacem Investitor: MORAVACEM d.o.0. Popovac Rev. 0
05/2024

Lista opreme

4A1-SS7 | 1 kom. |Celi¢na konstrukcija za oslanjanje filtera 4A1-BF1 0.00 11000.00
ukljucujuéi servisnu platformu za rezervoar filtera, h = 6930 mm
Tehnicki podaci:

toplo pocinkovan

4A1-SS8 | 1 kom. [Merdevine sa ledobranima za izlaz u slu¢aju opasnosti 0.00 600.00

Tehnic¢ki podaci:
toplo pocinkovan

4A1-SS9 | 1 Kkom. |Pristupna platforma 0.00 350.00
za pristup do filtera 4A1-BF2 na vrhu silosa
Tehnicki podaci:
toplo pocinkovan

4A1-CH1 | 1 Kkom. [Komora za izuzimanje gasova iz peci 0.00 90.00

Tehnic¢ki podaci:

PH-CH2 | 1 kom. [Rekonstrukcija platforme na visini +12054 0.00 500.00
ojacanje zbog postavljanje ventilatora 4AA-FA1
Tehnicki podaci:

PH-CH3 | 1 kom. [Rekonstrukcija platforme na visini +20678 0.00 600.00
ojacanje zbog postavljanje ventilatora 4AA-FA2
Tehnicki podaci:

PH-CH4 | 1 kom. [Rekonstrukcija platforme na visini +15910 0.00 500.00
prosirenje i ojacanje zbog ankerisanja potisnog kanala ventilatora 4AA-FA1
Tehnicki podaci:

PH-CH5 | 1 kom. [Rekonstrukcija platforme na visini +20678 0.00 400.00
ojacanje zbog postavljanja kanala neprec¢iS¢enog gasa
Tehnicki podaci:

1 kom. [Zamena posude za vodu 0.00 650.00
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zbog postavljanja kanala neprecis¢enog gasa na visini +36138 m
Tehnicki podaci:

4A1-3S1 1 kom. |Silos prasSine 0.00 58000.00
sa ravnim dnom

Tehnicki podaci:

zapremina vode: aproksimalno 530 m?

korisna zapremina: aproksimalno 500 m?
dimenzije: pre¢nik 8000 mm; visina 10600 mm

debljina toplotne izolacije: 150 mm

povrsina za izolaciju: cilindri¢ni deo: 410 m?
krov: 55 m?
dno: 55 m?

4A1-SS10 | 1 kom. |Celi¢na konstrukcija za oslanjanje silosa prasine 0.00 56000.00
ukljucujuci obloge, ventilacione zaluzine i zastitnu ogradu
Tehnicki podaci:
toplo pocinkovan

1 kom. |Obloga za ¢eli¢nu konstrukciju za oslanjanje 0.00 4000.00
ukljucujuci zaluzine za prirodnu ventilaciju
Tehnicki podaci:

toplo pocinkovan

4A1-LD1 | 1 kom. |Zaluzina sa demperom 0.50 730.00
ukljucujuci servo pogon
Tehnicki podaci:

dimenzije:

instalisana snaga: 0.5 kW, 400 V

4A1-SI6 1 Kkom. |Prigusivac 0.00 2500.00

Tehnicki podaci:
max zapreminski protok: 34000 m3/h
dimenzije: 3100 x 2000 x 2000 mm

4A1-BV1 | 1 kom. |Leptir demper 0.05 190.00
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Tehnic¢ki podaci:

pneumatski aktuator jednostrukog dejstva sa 3/2-putnim ventilom,
povratna opruga
dimenzije:

4A1-BV2 [ 1 kom. |Leptir demper 0.05 190.00

Tehnicki podaci:

pneumatski aktuator jednostrukog dejstva sa 3/2-putnim ventilom,
povratna opruga

dimenzije:

4A1-SI12 1 kom. |Prigusivad 0.00 500.00

Tehnicki podaci:
max zapreminski protok: 33000 m3/h; 20 °C
dimenzije: 1700 x 1300 x 1300 mm

4A1-BV3 | 1 kom. |Leptir demper 0.05 190.00

Tehnicki podaci:

pneumatski aktuator jednostrukog dejstva sa 3/2-putnim ventilom,
povratna opruga

dimenzije:

4A1-BV4 | 1 kom. |Leptir demper 0.05 190.00

Tehnicki podaci:

pneumatski aktuator jednostrukog dejstva sa 3/2-putnim ventilom,
povratna opruga

dimenzije:

4A1-S13 1 kom. |Prigusivad 0.00 500.00

Tehnicki podaci:
max zapreminski protok: 22400 m3/h; 20 °C
dimenzije: 1700 x 1300 x 1300 mm

4A1-BVS5 | 1 kom. |Leptir demper 0.05 190.00
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Tehnic¢ki podaci:

pneumatski aktuator jednostrukog dejstva sa 3/2-putnim ventilom,
povratna opruga
dimenzije:

4A1-BV6 | 1 kom. |Leptir demper 0.05 190.00

Tehnicki podaci:

pneumatski aktuator jednostrukog dejstva sa 3/2-putnim ventilom,
povratna opruga

dimenzije:

4A1-S14 1 kom. |Prigusivaé 0.00 500.00

Tehnicki podaci:
max zapreminski protok: 35200 m?h; 20 °C
dimenzije: 1700 x 1300 x 1300 mm

4A1-BV7 [ 1 Kkom. |Leptir demper 0.05 190.00

Tehnicki podaci:

pneumatski aktuator jednostrukog dejstva sa 3/2-putnim ventilom,
povratna opruga

dimenzije:

4A1-BV8 [ 1 Kkom. |Leptir demper 0.05 190.00

Tehnicki podaci:

pneumatski aktuator jednostrukog dejstva sa 3/2-putnim ventilom,
povratna opruga

dimenzije:

4A1-SI5 1 kom. |Prigusivaé 0.00 500.00

Tehnicki podaci:
max zapreminski protok: 30600 m?h; 20 °C
dimenzije: 1700 x 1300 x 1300 mm

471-DU1 1 kom. |Potisni kanal ventilatora 471-FA1 0.00 1100.00
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471-DU2

471-DU3

471-DU4

471-EJ

1 kom.

1 kom.

1 kom.

1 kom.

pozicija: izmedu rashladnog ventilatora 471-FA1 i hladnjaka
Tehnicki podaci:

dimenzije: 600 x 800 mm

debljina toplotne izolacije: 100 mm
povrsina za izolaciju: 20 m?

Potisni kanal ventilatora 471-FA2

pozicija: izmedu rashladnog ventilatora 471-FA2 i hladnjaka
Tehnicki podaci:

dimenzije: 600 x 800 mm

debljina toplotne izolacije: 100 mm
povrsina za izolaciju: 20 m?

Potisni kanal ventilatora 471-FA3

pozicija: izmedu rashladnog ventilatora 471-FA3 i hladnjaka
Tehnicki podaci:

dimenzije: 600 x 800 mm

debljina toplotne izolacije: 100 mm
povrsina za izolaciju: 30 m?

Potisni kanal ventilatora 471-FA4

pozicija: izmedu rashladnog ventilatora 471-FA3 i hladnjaka
Tehnicki podaci:

dimenzije: 600 x 800 mm

debljina toplotne izolacije: 100 mm
povrsina za izolaciju: 30 m?

Kompenzator
pozicija: na potisnom kanalu izmedu ventilatora i hladnjaka
Tehnicki podaci:

0.00

0.00

0.00

0.00

1100.00

1100.00

1100.00

320.00
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471-CC

471-FA1

471-FA2

1 kom. [Rekonstrukcija hladnjaka klinkera - unutrasnji deo

novi delovi hladnjaka klinkera:

prva pokretna jedinica

reSetke za pokretne ploce

zaptivanje izmedu ploca

vertikalni nosaci ploc¢a

horizontalni nosaci ploca

regulator protoka vazduha

centralna jedinica za podmazivanje sa kontrolnim panelom i osloncima

1 kom. [Rashladni ventilator za prvu komoru - novi

Tehnicki podaci:

Projektni uslovi:

temperatura: 150 °C

zapreminski protok: 32760 Nm3/h = 51960 m3/h
ukupno povecanje pritiska: 9000 Pa

Radni uslovi:

temperatura: 150 °C

zapreminski protok: 25440 Nm?3/h = 40380 m3/h
ukupno povecanje pritiska: 6700 Pa

instalisana snaga: 160 kW, 400 V

1 kom. |Frekventi regulator za rashladni ventilator

Tehnic¢ki podaci:
za pogon 200 kW

1 kom. [Rashladni ventilator za drugu komoru - postojeéi
izmesten postoje¢i FAN-1

Tehnicki podaci:

Projektni uslovi:

temperatura: 150 °C

zapreminski protok: 23160 Nm?3/h = 36780 m*/h
ukupno povecanje pritiska: 8500 Pa

Radni uslovi:

temperatura: 150 °C

zapreminski protok: 19500 Nm?3/h = 30960 m3/h
ukupno povecanje pritiska: 6500 Pa

instalisana snaga: 132 kW, 400 V

0.00

160.00

0.00

132.00

14870.00

5900.00

100.00

5900.00
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Lista opreme

1 kom. |Frekventi regulator za rashladni ventilator 0.00 100.00

Tehnic¢ki podaci:
za pogon 132 kW

471-FA3 1 kom. |[Rashladni ventilator za tre¢u komoru - novi 200.00 5900.00

Tehnicki podaci:

Projektni uslovi:

temperatura: 150 °C

zapreminski protok: 39480 Nm?3/h = 62640 m*/h
ukupno povecanje pritiska: 8200 Pa

Radni uslovi:

temperatura: 150 °C

zapreminski protok: 33180 Nm?3/h = 52680 m3/h
ukupno povecanje pritiska: 6100 Pa

instalisana snaga: 200 kW, 400 V

1 kom. |Frekventi regulator za rashladni ventilator 0.00 100.00
Tehnic¢ki podaci:
za pogon 250 kW
471-FA4 1 kom. [Rashladni ventilator za ¢etvrtu komoru - novi 160.00 5900.00
Tehnic¢ki podaci:

Projektni uslovi:

temperatura: 150 °C

zapreminski protok: 34080 Nm?3/h = 54120 m3/h
ukupno povecanje pritiska: 8000 Pa

Radni uslovi:

temperatura: 150 °C

zapreminski protok: 28680 Nm?3/h = 45540 m3/h
ukupno povecanje pritiska: 5700 Pa

instalisana snaga: 160 kW, 400 V

1 kom. |Frekventi regulator za rashladni ventilator 0.00 100.00
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Tehnicki podaci:

za pogon 200 kW
471-SS1 1 kom. |Nosa¢ ventilatora 471-FN1 0.00 60.00
471-SS2 Nosac ventilatora 471-FN2 0.00 60.00
471-SS3 Nosac ventilatora 471-FN3 0.00 60.00
471-SS4 Nosac ventilatora 471-FN4 0.00 60.00
4A1-SC2 | 1 kom. [Sistem za praZnjenje silosa - Morillon 0.00 1980.00

Tehnic¢ki podaci:

tip: HMC910 Z2 (PHMC0021) nerdajuci celik

ukljucujuci:

poklopac, kuciste i rezervoar od nerdajuceg Celika otporan na koroziju
specijalne zaptivke i creva otporna na koroziju i visoku temperaturu
glava potpuno zatvorena,

specijalne zaptivke otporne na koroziju i visoku temperaturu

senezor za visoke temperature

Puz kapaciteta 10 - 30 m*h (CVIS0002)

Puz sa progresivnim precnikom i navojom

preénik i navoj: max. 280 x 260 mm, debljina: 6 mm
cev: 122 mm i debljina: 20 mm

lopatice sa tvrdocom 400 HB (Celik otporan na habanje)
vratilo od E470 (ugljeni¢ni celik)

materijal: meSavina bypass prasine i prasine iz peci; 0.36-0.6 t/m?
kapacitet praznjenja: 10 - 30 m*h

veli¢ina zrna: do 1 mm

vlaznost: do 1.0 %

temperatura: 160 °C max - 180 °C najduze u trajanju od 10 min
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4A1-HD1 | 1 kom. |Hidrauli¢ka stanica za praZnjenje silosa 24.00 420.00

Tehnicki podaci:

jedinica H250 - 22 kW — RC (PCE250P022)
rezervoar ulja zapremine 250 1

instalisana snaga: 22 kW, 400 V

grejac ulja: 2 kW, 400 V

set cevovoda

4A1-SG2 | 1 Kkom. (Zasun - rezervni otvor za prazZnjenje silosa 0.00 150.00

Tehnicki podaci:
dimenzije: 500 x 500 mm, ru¢ni pogon

4A1-RF2 1 kom. |Rotacioni dozator 3.00 290.00

Tehnicki podaci:
dimenzije: precnik 500 mm
instalisana snaga: 3 kW, 400 V

4A1-SG3 | 1 Kkom. |Zasun - glavni otvor za prazZnjenje silosa 0.00 180.00

Tehnicki podaci:
dimenzije: 600 x 700 mm, ruc¢ni pogon

4A1-SG4 | 1 Kkom. (Zasun - iznad reverzibilnog puZnog transportera 0.02 250.00
ukljucujuci pneumatski pogon
Tehnicki podaci:

dimenzije: 600 x 700 mm
instalisana snaga: 0.02 kW, 400 V

4A1-SG5 | 1 Kkom. (Zasun - iznad pumpe za pneumatski transport 0.02 150.00
ukljucujuéi pneumatski pogon
Tehnicki podaci:

dimenzije: 400 x 400 mm
instalisana snaga: 0.02 kW, 230 V

4A1-SC3 | 1 kom. |Reverzibilni puZni transporter 3.00 550.00
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za transport prasine do uredaja za pneumatski transport ili do vodom
hladenog puznog transportera

Tehnicki podaci:

dimenzije: pre¢nik 320 x 3500 mm
kapacitet: 10 - 30 m*%h
temperatura: max. 200 °C
instalisana snaga: 3 kW, 400 V

4A1-PP1 | 1 kom. |Pneumatski transportni sistem 15.00 1300.00
ukljucujuéi:

ulazni deo i kuéiste puza od livenog materijala

zajednicki nosa¢ za pumpu i motor

izlazni deo, zavaren za nosac

ojacano zavrsno krilo, visoko otporno na habanje

zamenljive ¢aure otporne na habanje

centralna mlaznica za vazduh

vratilo puznog transportera sa lezajevima sa zastitom od prasine
rotacioni zaptivac vratila sa lavirintskom zaptivkom i

prikljuécima za zaptivanje vazduhom

kontrolni poklopac na prednjoj strani izlaza puza, uklju¢ujuéi demper i
povratnu oprugu

prelazni deo za transportnu cev, otporan na habanje

tri manometra

fleksibilna spojnica sa zastitom

transmiter pritiska sa displejom

Tehnic¢ki podaci:

tip: PETERS Pump X — 150
kapacitet: 10 t/h

instalisana snaga: 15 kW, 400 V

Posuda za doziranje:
dimenzije: 150

zavarene ¢eli¢ne ploce sa otvorom za inspekciju
veli¢ina ulaznog otvora: DN 300
veli¢ina izlaznog otvora: DN 65

4A1-BL2 | 1 kom. [Duvaljka 75.00 1980.00
za vazduh namenjen pneumatskom transportu,
ukljucujuci haubu od pocinkovane Celi¢ne ploce
Tehnicki podaci:

tip: AERZEN Delta Blower G5 Type: GM 35 S
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zapreminski protok: min. 760 m*h
max. 2000 m*h

razlika pritiska: 800 mbar
instalisana snaga: 75 kW, 400 V

1 kom. |Frekventi regulator za motor duvaljke 0.02 80.00
Tehnicki podaci:
za pogon 75 kW

4A1-DG1 | 1 kom. [Dvosmerna klapna 0.01 320.00
ukljucujuci pneumatski aktuator, solenoidni ventil i grani¢ne prekidace za
ukljucivanje/iskljucivanje

Tehnicki podaci:

dimenzije: DN 200

instalisana snaga: 2 x 0.006 kW

4A1-CH2 | 1 kom. [Kanal- za rezervno praZnjenje silosa 0.00 185.00
4A1-CH3 | 1 kom. [Kanal - silos/ reverzibilni puZni transporter 0.00 75.00
4A1-CH4 | 1 kom. [Kanal - reverzibilni puZni transporter/pneumatski transportni sistem 0.00 240.00
4A1-CHS | 1 kom. [Kanal - reverzibilni puZni transporter/vodom hladeni puZni transporter 0.00 40.00
4A1-CH6 | 1 kom. |Kanal - vodom hladeni puZni transporter/ 0.00 1150.00

dozator za kamionske cisterne

4A1-PL1 | 1 kom. [Cevovod za komprimovani vazduh 0.00 400.00

4A1-PL2 | 1 kom. [Cevovod za transport vazduh 0.00 250.00

dimenzije: DN 150/DN 100
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4A1-PL3 | 1 kom. [Cevovod za transport prasine 0.00 5900.00

dimenzije: DN 200

4A1-PL4 | 1 kom. [Cevovod za transport prasine - delovi od bazalta 0.00 2900.00

dimenzije: DN 200

4A1-SS11 | 1 kom. |Oslonci za cevovode 0.00 500.00

4A1-DP1 | 1 kom. (Kanal za otpraSivanje 0.00 80.00

dimenzije: DN 65

4A1-BV9 [ 1 Kkom. |Leptir ventil 0.00 10.00
ruéni pogon
dimenzije: DN 65

62 - Distribucija praSine

4A1-SG6 | 1 kom. |Zasun - iznad vodom hladenog puZnog transportera 0.02 150.00
ukljucujuci pneumatski aktuator
Tehnicki podaci:

dimenzije: 400 x 400 mm
instalisana snaga: 0.02 kW, 230 V

4A1-SC4 | 1 kom. [Vodom hladeni puzni transporter 11.00 | 18800.00
dvostruko vratilo

Tehnicki podaci:

tip: DTKSF-DN800. TL=8500 mm
potros$nja vode: 18 m3/h

instalisana snaga: 11 kW, 400 V
horizontalni raspored

precnik otvora: DN 800

ulaz proizvoda: DN 500

izlaz proizvoda: 400 x 600 mm
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4A1-LA1

4A1-BF3

4A1-FN3

4A1-PLS

1 kom.
1 kom.
1 kom.
1 kom.

duzina transportera: 7,700 mm

duzina propusnika: ~ 8,500 mm

ukupna duzina: 12,000 mm

sa AT =10 K (15-25 °C) i 18 m*h vode, moZze se ostvariti kapacitet hladenja
od 200 kW.

Sto bi znacilo za hladenje proizvoda temperature 115 °C i protoka 24 t/h ili
za hladenje proizvoda temperature 90 °C i protoka 12 t/h

Sistem za punjenje kamionskih cisterni

ukljucujudi sistem za otprasivanje - filter 4A1-BF3 i ventilator 4A1-FN3
Tehnicki podaci:

transportni kapacitet: max 40 t/h

Lmin: 1500 mm

hod: 1500 mm

Lmax: 3000 mm

ulazna prirubnica: precnik 300 mm

temperatura: max 140 °C
instalisana snaga:

duzina:

pogon za podizanje: 0.55 kW, 400 V, 50 Hz
pogon za vibriranje: 0.12 kW, 400 V, 50 Hz

Filter
ukljucen u sistem za punjenje kamionskih cisterni

Tehnicki podaci:

protok vazduha: 900 m*h

povrsina filtracije: 17.5 m?

pritisak za ¢iS¢enje: min. 5 bara; 10-12 Nm3/h
tezina filtera je ukljucena u tezinu dozatora

Ventilator
ukljucen u sistem za punjenje kamionskih cisterni

Tehnicki podaci:

protok vazduha: 900 m*h

instalisana snaga: 1.5 kW, 400 V

tezina ventilatora je ukljucena u tezinu dozatora

Cevovod rashladne vode

Tehnicki podaci:
protok vode: max. 18 m*h

0.67

0.00

1.50

0.00

350.00

0.00

0.00

350.00
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dimenzije: DN 80

debljina toplotne izolacije: 50 mm
povrsina za izolaciju: 10 m?

4A1-SS12 | 1 kom. [Oslonci za cevovod rashladne vode 0.00 250.00

L6 - Kanal toplog gasa od mlina uglja do mlina sirovine

Lé6-DP1 1 kom. [Kanal toplih gasova do mlina uglja 0.00 9500.00
L6-SS 1 kom. [Oslonci na kanalu toplog gasa do mlina uglja 0.00 8000.00
L6-EJ 1 kom. [Kompenzatori 0.00 250.00

Le6-SS 1 kom. [IzmeStanje postojeceg oslonca 0.00 8000.00




LUDAN Engineering d.o.o.

11 040 Beograd, Savski Venac, Kozjacka 2
tel/fax: +381 11 26 53 718
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1.6.2.6 Tehnicki listovi

Chlorid bypass sa filterom i silosom praSine u cementari "Moravacem" na KP 2226/1 KO Popovac, Str. 27

Paraéin
398/24-IDP-6 Rev.0 / Beograd, 05.2024.

Nije dozvoljeno koriS¢enje, umnozavanje i Stampanje ovog dokumenta bez prethodne pisane saglasnosti LUDAN Engineering d.o.o Beograd.
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4A1-FN1 Bypass ventilator



load moment of fan Nm

scheuch

radial fans start up curve TEGHNOLOGY FOR GLEAN AIR
company: Aliacem s.r.o. date of file: 10.04.2024
project: Moravacem Novi Popovac (RS) - date of processing: 10.04.2024
Bypas mode: DIRECT MODE
A-248944 Editor: Martin Hermandinger
type of fan vkd63 1000-fb14
type of drive via coupling
type of construction single inlet
conveying medium clean gas
volumetric flow in intake mode 111.700 m?3/h
total pressure increase 5.163 Pa
total pressure increase at 21°C 8.839 Pa
power consumption of fan 198,6 kW
power consumption of fan at 21°C 339,6 kW
fan speed 1.500 rpm
motor power 250 kW
recommended motor speed 1.500 rom
mass moment of inertia 174,02 kgm?
load moment at operating point 1.264,0 Nm
at21°C 2.161,3 Nm
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tolerances

accuracy class DIN 24166: 2
total pressure and volumetric flow
power consumption at impeller
noise level

A-248944

+5%
+8%
+4dB

Version: 1.8.0.0
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radial fans fan characteristic data e NGy Pt GLEAN AR
company: Aliacem s.r.o. date of file: 10.04.2024
project: Moravacem Novi Popovac (RS) - date of processing: 10.04.2024
Bypas mode: DIRECT MODE
A-248944 Editor: Martin Hermandinger
type of fan vkd63 1000-fb14
type of drive via coupling
type of construction single inlet
conveying medium clean gas
operational data reference operating
conditions conditions
volumetric flow 111.700 111.700 Am?3/h
total pressure increase 8.839 5.163 Pa
pressure increase fan with free outlet 7.978 4.660 Pa
temperature at inlet 21 200 °C
elevation above sea level 0 203 m
negative pressure at inlet 0 3.700 Pa
dynamic pressure at outlet 861 503 Pa
Speed at Inlet 39,5 39,5 m/s
density at normal conditions 1,293 1,293 kg/m?
density at inlet 1,201 0,701 kg/m3
efficiency of impeller 82,79 82,79 %
power consumption at impeller 331,3 193,5 kW
power consumption of fan 339,6 198,6 kW
fan speed 1.500 1.500 1/min
max. fan speed (mechanical design) 1.520 1/min
gauge factor 1,00 1,00
inlet dimensions 1.000 mm
outlet dimensions 1.000 x 800 mm
nominal impeller diameter 1.580 mm
shaft diameter (identification code) 125
recommended motor power 250,0 kW
motor power 250,0 kW
motor speed 1.500 1/min
max. possible motor 355,0 kW

start up behaviour
mass moment of inertia

174,02 kgm?

direct start, opened damper (greater than 12 s) 12,0 S
star-delta, opened damper (greater than 36 s) 47,7 S
direct start, closed damper 11,2 S
star-delta, closed damper 35,7 s
noise tolerances

sound pressure level acc. to DIN45635 under check field conditions

[Lpas] at the free suction opening at a distance of 1m, below 45° 112,2 db(A)
[Lpad] at the free exhaust opening at a distance of 1m, below 45° 113,2 db(A)
[Lpau] measurement surface sound pressure level with drive at 1Tm 91,6 db(A)
tolerances

accuracy class DIN 24166: 2

total pressure and volumetric flow 5%

power consumption at impeller +8%

noise level +4dB

A-248944 Version: 1.8.0.0



pressure increase

scheuch

radial fans fan characteristics TEGHNOLOGY FOR GLEAN AIR
company: Aliacem s.r.o. date of file: 10.04.2024
project: Moravacem Novi Popovac (RS) - date of processing: 10.04.2024
Bypas mode: DIRECT MODE
A-248944 Editor: Martin Hermandinger
type of fan vkd63 1000-fb14
type of drive via coupling
type of construction single inlet
conveying medium clean gas
volumetric flow in intake mode 111.700 m?3/h
total pressure increase 5.163 Pa
temperature at inlet 200 °C
density at inlet 0,701 kg/m?
fan speed 1.500 rpm
gauge factor 1,00
fan speed: 1.500rpm max. fan speed: 1.520rpm
p/Pa :\ 1 T T 1 1 1 1 T 1 1 1 1 1 1 1 1 1 1 1 T 1 1 1 1 T 1 1 1 1 e\t\a/\%\: Pv/kw
9000: 90: 240
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12,1 117 207 325 470 643 843 1071 1327 rd2/Pa
17,7 23,6 79,\?olum%?ric7ﬂow41,9 48,2 54, 6 61,1 c2/m/s
tolerances

accuracy class DIN 24166: 2
total pressure and volumetric flow
power consumption at impeller
noise level

A-248944

+5%
+8%
+4dB

Version: 1.8.0.0
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radial fans dimension sheets TECHNOLOGY FOR GLEAN AIR
company: Aliacem s.r.o. date of file: 10.04.2024
project: Moravacem Novi Popovac (RS) - date of processing: 10.04.2024
Bypas mode: DIRECT MODE

A-248944 Editor: Martin Hermandinger
type of fan vkd63 1000-fb14
type of drive via coupling
type of construction single inlet
conveying medium clean gas
volumetric flow in intake mode 111.700 m3/h
total pressure increase 5.163 Pa
temperature at inlet 200 °C
density at inlet 0,701 kg/m?
motor power 250 kW
fan speed 1.500 rpm
gauge factor 1,00
design: gr360 (clockwise)
Number of fixing points 10
static load with motor and accessories 57733 N
dynamic load 8660 N

1600 1200 551 3251

1007 1878
1084 84
. A N
dh g i
N\ S
SEEmC =
840 840 60 L 2 x 1245 8
4], 40 2975
3461

A-248944 Version: 1.8.0.0



scheuch

radial fans sound dampening
company: Aliacem s.r.o. date of file: 10.04.2024
project: Moravacem Novi Popovac (RS) - date of processing: 10.04.2024
Bypas mode: DIRECT MODE
A-248944 Editor: Martin Hermandinger
type of fan vkd63 1000-fb14
type of drive via coupling
type of construction single inlet
conveying medium clean gas
casing insulation 100mm
£ [Hz] 31 63 125 250 500 1000 2000 4000 8000 | Total
Degiso [dBA] 11,0
Lpag* [dBA] 80,4
Degiso [dBA] insertion loss casing insulation
Lpag* [dBA] casing sound pressure level in a distance of 1m - with casing insulation

A-248944 Version: 1.8.0.0
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radial fans sound data TEGHNOLOGY FOR GLEAN AIR

company: Aliacem s.r.o. date of file: 10.04.2024

project: Moravacem Novi Popovac (RS) - date of processing: 10.04.2024

Bypas mode: DIRECT MODE

A-248944 Editor: Martin Hermandinger

type of fan vkd63 1000-fb14

type of drive via coupling

type of construction single inlet

conveying medium clean gas
£ [Hz] 31 63 125 250 500 1000 2000 4000 8000 | Total
Lw [dB] 132,1
LS [dB] 20,0
Lwa [dBA]| 85,1 9%9,1{110,1|117,1|121,1|120,1)116,1 (111,1]105,1|125,4
Lwas [dBA] 81,1 95,1(106,1|113,1|117,1|116,1|112,1 (107,21 ]101,1 (121,4
Lpas [dBA]| 71,9 85,9 96,91(103,9(107,9]106,9(102,9 97,9 91,9 |112,2
Lwad [dBA] 82,1 %,1(107,1|114,1)118,1117,1{113,11108,1]102,1|122,4
Lpad [dBA]| 72,9 86,9 97,91104,9|108,9|107,9(103,9 98,9 92,9 |113,2
Lwag [dBA]| 71,1 85,1 96,1(103,1|107,1]106,1(102,1 97,1 91,1 |111,4
Lpag [dBA] 51,1 65,1 76,1 83,1 87,1 86,1 82,1 77,1 71,1 91,4
Lwam [dBA] 90,0
Lpam [dBA] 76,0
Lwau [dBA] 111,06
Lpau [dBA] 91,6

Lw [dB] linear internal noise level

LS [dB] measurement surface dimensions

Lwa [dBA] internal noise level

Lwas [dBA] noise level at the free intake opening

Lpas [dBA] sound pressure level at the free suction opening at a distance of 1m below 45°

Lwad [dBA] noise level at the free exhaust opening

Lpad [dBA] sound pressure level at the free exhaust opening at a distance of 1m below 45°

Lwag [dBA] housing noise level with attached intake and pressure outlet

Lpag [dBA] housing sound pressure level at a distance of 1Tm

Lwam [dBA] noise level of drive motor

Lpam [dBA] sound pressure level of drive motor at a distance of 1m

Lwau [dBA] noise level of fan with drive

Lpau [dBA] measurement surface sound pressure level with drive at 1m

tolerances

accuracy class DIN 24166: 2

noise level +4dB

A-248944 Version: 1.8.0.0
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load moment of fan Nm

scheuch

radial fans start up curve e b e
company: Aliacem s.r.o. date of file: 10.04.2024
project: Moravacem Novi Popovac (RS) - date of processing: 10.04.2024
Bypas mode: DIRECT MODE

A-248944 Editor: Martin Hermandinger
type of fan vkd71 0630-fb14
type of drive via coupling
type of construction single inlet
conveying medium clean gas
volumetric flow in intake mode 26.448 m?3h
total pressure increase 2.478 Pa
total pressure increase at 21°C 2.663 Pa
power consumption of fan 22,3 kw
power consumption of fan at 21°C 24,0 kW
fan speed 1.540 rpm
motor power 30 kW
recommended motor speed 1.540 rpm
mass moment of inertia 7,87 kgm?
load moment at operating point 138,4 Nm
at21°C 148,7 Nm
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tolerances

accuracy class DIN 24166: 2
total pressure and volumetric flow
power consumption at impeller
noise level
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5%
+8%
+4dB

Version: 1.8.0.0



scheuch

radial fans fan characteristic data b ahe Bl
company: Aliacem s.r.o. date of file: 10.04.2024
project: Moravacem Novi Popovac (RS) - date of processing: 10.04.2024
Bypas mode: DIRECT MODE
A-248944 Editor: Martin Hermandinger
type of fan vkd71 0630-fb14
type of drive via coupling
type of construction single inlet
conveying medium clean gas
operational data reference operating
conditions conditions
volumetric flow 26.448 26.448 Am3/h
22.857 Nm3/h
total pressure increase 2.663 2.478 Pa
pressure increase fan with free outlet 2.340 2178 Pa
temperature at inlet 21 35 °C
elevation above sea level 0 203 m
negative pressure at inlet 0 115 Pa
dynamic pressure at outlet 322 300 Pa
Speed at Inlet 23,6 23,6 m/s
density at normal conditions 1,293 1,293 kg/m?®
density at inlet 1,201 1,117 kg/m3
efficiency of impeller 84,15 84,15 %
power consumption at impeller 23,2 21,6 kW
power consumption of fan 24,0 22,3 kW
fan speed 1.540 1.540 1/min
max. fan speed (mechanical design) 1.520 1/min
gauge factor 1,00 1,00
inlet dimensions 630 mm
outlet dimensions 630 x 500 mm
nominal impeller diameter 890 mm
shaft diameter (identification code) 50
recommended motor power 30,0 kw
motor power 30,0 kW
motor speed 1.540 1/min
max. possible motor 30,0 kW
start up behaviour
mass moment of inertia 7,87 kgm?
direct start, opened damper 4,7 S
star-delta, opened damper 17,9 S
direct start, closed damper 4.4 S
star-delta, closed damper 13,8 S
noise tolerances
sound pressure level acc. to DIN45635 under check field conditions
[Lpas] at the free suction opening at a distance of 1m, below 45° 98,7 db(A)
[Lpad] at the free exhaust opening at a distance of 1m, below 45° 98,7 db(A)
[Lpau] measurement surface sound pressure level with drive at 1m 80,2 db(A)
tolerances
accuracy class DIN 24166: 2
total pressure and volumetric flow 5%
power consumption at impeller +8%
noise level +4dB
A-248944 Version: 1.8.0.0



pressure increase

scheuch

radial fans fan characteristics O P L U EAR AR
company: Aliacem s.r.o. date offile: 10.04.2024
project: Moravacem Novi Popovac (RS) - date of processing: 10.04.2024
Bypas mode: DIRECT MODE
A-248944 Editor: Martin Hermandinger
type of fan vkd71 0630-fb14
type of drive via coupling
type of construction single inlet
conveying medium clean gas
volumetric flow in intake mode 26.448 m3h
total pressure increase 2.478 Pa
temperature at inlet 35 °C
density at inlet 1,117 kg/m®
fan speed 1.540 rpm
gauge factor 1,00
fan speed: 1.540rpm max. fan speed: 1.520rpm
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tolerances

accuracy class DIN 24166: 2
total pressure and volumetric flow
power consumption at impeller
noise level
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+5%
+8%
+4dB

Version: 1.8.0.0



scheuch

radial fans dimension sheets ROy e B EANAIR
company: Aliacem s.r.o. date of file: 10.04.2024
project: Moravacem Novi Popovac (RS) - date of processing: 10.04.2024
Bypas mode: DIRECT MODE

A-248944 Editor: Martin Hermandinger
type of fan vkd71 0630-fb14
type of drive via coupling
type of construction single inlet
conveying medium clean gas
volumetric flow in intake mode 26.448 m?3/h
total pressure increase 2.478 Pa
temperature at inlet 35 °C
density at inlet 1,117 kg/m?
motor power 30 kW
fan speed 1.540 rpm
gauge factor 1,00
design: gr360 (clockwise)
Number of fixing points 6
static load with motor and accessories 9246 N
dynamic load 1387 N
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scheuch

radial fans sound dampening TEGHNOLOGY FOR GLEAN AIR
company: Aliacem s.r.o. date of file: 10.04.2024
project: Moravacem Novi Popovac (RS) - date of processing: 10.04.2024
Bypas mode: DIRECT MODE

A-248944 Editor: Martin Hermandinger
type of fan vkd71 0630-fb14
type of drive via coupling
type of construction single inlet
conveying medium clean gas

sound insulation at the suction

sound insulation channel BxH 1200x1200, length 0600

side [Hz] 31 63 125 250 500 1000 2000 4000 8000 | Total
Des [dBA] 1,0 2,0 5,0 12,0 20,0 27,0 25,0 15,0 10,0
Lwas* [dBA] 66,1 79,1 87,1 87,1 83,1 75,1 73,1 78,1 77,1 91,7
Lpas* [dBA] 57,4 70,4 78,4 78,4 74,4 66,4 64,4 69,4 68,4 83,0

Des [dBA] insertion loss at the suction side

Lwas* [dBA] sound power level at the free inlet opening - sound dampened

Lpas* [dBA] sound pressure level at the free inlet opening - sound dampened

A-248944 Version: 1.8.0.0



scheuch

radial fans sound data e b e

company: Aliacem s.r.o. date of file: 10.04.2024

project: Moravacem Novi Popovac (RS) - date of processing: 10.04.2024

Bypas mode: DIRECT MODE

A-248944 Editor: Martin Hermandinger

type of fan vkd71 0630-fb14

type of drive via coupling

type of construction single inlet

conveying medium clean gas
f [Hz] 31 63 125 250 500 1000 2000 4000 8000 | Total
Lw [dB] 117,1
LS [dB] 18,0
Lwa [dBA] 70,1 84,1 95,11 102,1|106,1 | 105,1(101,1 96,1 90,11]110,4
Lwas [dBA] 67,1 81,1 92,1 99,11 103,1|102,1 98,1 93,1 87,11107,4
Lpas [dBA] 58,4 72,4 83,4 90,4 94,4 93,4 89,4 84,4 78,4 98,7
Lwad [dBA] 67,1 81,1 92,1 99,1 103,1|102,1 98,1 93,1 87,11107,4
Lpad [dBA] 58,4 72,4 83,4 90,4 94,4 93,4 89,4 84,4 78,4 98,7
Lwag [dBA] 56,1 70,1 81,1 88,1 92,1 91,1 87,1 82,1 76,1 96,4
Lpag [dBA] 38,1 52,1 63,1 70,1 74,1 73,1 69,1 64,1 58,1 78,4
Lwam [dBA] 80,0
Lpam [dBA] 67,0
Lwau [dBA] 98,2
Lpau [dBA] 80,2

Lw [dB] linear internal noise level

LS [dB] measurement surface dimensions

Lwa [dBA] internal noise level

Lwas [dBA] noise level at the free intake opening

Lpas [dBA] sound pressure level at the free suction opening at a distance of 1m below 45°

Lwad [dBA] noise level at the free exhaust opening

Lpad [dBA] sound pressure level at the free exhaust opening at a distance of 1m below 45°

Lwag [dBA] housing noise level with attached intake and pressure outlet

Lpag [dBA] housing sound pressure level at a distance of 1m

Lwam [dBA] noise level of drive motor

Lpam [dBA] sound pressure level of drive motor at a distance of 1m

Lwau [dBA] noise level of fan with drive

Lpau [dBA] measurement surface sound pressure level with drive at 1m

tolerances

accuracy class DIN 24166: 2

noise level +4dB

A-248944 Version: 1.8.0.0
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load moment of fan Nm
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scheuch

radial fans start up curve oo B v M
company: Aliacem s.r.o. 10.04.2024
project: Moravacem Novi Popovac (RS) - date of processing: 10.04.2024
Bypas DIRECT MODE

A-248944 Martin Hermandinger
type of fan vkd80 0710-fb14
type of drive via coupling
type of construction single inlet
conveying medium clean gas
volumetric flow in intake mode 37.309 m?3/h
total pressure increase 2.109 Pa
total pressure increase at 21°C 2.266 Pa
power consumption of fan 26,8 kW
power consumption of fan at 21°C 28,8 kW
fan speed 1.540 rpm
motor power 37 kW
recommended motor speed 1.540 rom
mass moment of inertia 7,94 kgm?
load moment at operating point 166,2 Nm
at21°C 178,5 Nm
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Version: 1.8.0.0



scheuch

radial fans fan characteristic data e s Rimer Ebmeri
company: Aliacem s.r.o. date of file: 10.04.2024
project: Moravacem Novi Popovac (RS) - date of processing: 10.04.2024
Bypas mode: DIRECT MODE
A-248944 Editor: Martin Hermandinger
type of fan vkd80 0710-fb14
type of drive via coupling
type of construction single inlet
conveying medium clean gas
operational data reference operating
conditions conditions
volumetric flow 37.309 37.309 Am3/h
32.250 Nm3/h
total pressure increase 2.266 2.109 Pa
pressure increase fan with free outlet 1.865 1.736 Pa
temperature at inlet 21 35 °C
elevation above sea level 0 203 m
negative pressure at inlet 0 95 Pa
dynamic pressure at outlet 401 373 Pa
Speed at Inlet 26,2 26,2 m/s
density at normal conditions 1,293 1,293 kg/m?
density at inlet 1,201 1,118 kg/m?3
efficiency of impeller 84,10 84,10 %
power consumption at impeller 27,9 26,0 kW
power consumption of fan 28,8 26,8 kW
fan speed 1.540 1.540 1/min
max. fan speed (mechanical design) 1.520 1/min
gauge factor 1,00 1,00
inlet dimensions 710 mm
outlet dimensions 710 x 560 mm
nominal impeller diameter 890 mm
shaft diameter (identification code) 50
recommended motor power 37,0 kW
motor power 37,0 kW
motor speed 1.540 1/min
max. possible motor 37,0 kW
start up behaviour
mass moment of inertia 7,94 kgm?
direct start, opened damper 3,8 S
star-delta, opened damper 14,4 S
direct start, closed damper 3,6 S
star-delta, closed damper 11,2 S
noise tolerances
sound pressure level acc. to DIN45635 under check field conditions
[Lpas] at the free suction opening at a distance of 1m, below 45° 98,9 db(A)
[Lpad] at the free exhaust opening at a distance of 1m, below 45° 98,9 db(A)
[Lpau] measurement surface sound pressure level with drive at 1m 81,1 db(A)
tolerances
accuracy class DIN 24166: 2
total pressure and volumetric flow
power consumption at impeller
noise level
A-248944 Version: 1.8.0.0



pressure increase

scheuch

radial fans fan characteristics TEGHNOLOGY FOR GLEAN AIR
company: Aliacem s.r.o. date of file: 10.04.2024
project: Moravacem Novi Popovac (RS) - date of processing: 10.04.2024
Bypas mode: DIRECT MODE
A-248944 Editor: Martin Hermandinger
type of fan vkd80 0710-fb14
type of drive via coupling
type of construction single inlet
conveying medium clean gas
volumetric flow in intake mode 37.309 m?3/h
total pressure increase 2.109 Pa
temperature at inlet 35 °C
density at inlet 1,118 kg/m?
fan speed 1.540 rpm
gauge factor 1,00
fan speed: 1.540rpm max. fan speed: 1.520rpm
p/Pa :\ 1 T T 1 1 1 1 T 1 1 1 1 1 1 1 1 T 1 1 T 1 1 1 1 T 1 1 1 1 e\tg)%\: Pv/kw
3200 oo ] 30
N sig.efficiepcy of impeller ]
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2800} \\ 70 26
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2000 = B pbwer consumption atimpelier 1 18
— \ \\ 1
1800} \\ N\ - e
1600 \ 4
E pf: pressure incre% fan with free outlet E
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14434 5 S 7 S 9 10 11 12 v/m?2 /s
55 18 21, 6 25,2 28, 8 32,4 36 39, 6 43, 2 x1000m=/h
9,8 86 124 169 221 280 347 421 502 rd2/Pa
12,2 14,7 17,\'}O|urn‘le%ric€ﬂow22,1 24,7 27,2 29,7 c2/m/s
tolerances
accuracy class DIN 24166: 2
total pressure and volumetric flow 5%
power consumption at impeller +8%
noise level +4dB

A-248944 Version: 1.8.0.0



scheuch

radial fans dimension sheets TEC NOIDaY FoR CrE AN AR
company: Aliacem s.r.o. date of file: 10.04.2024
project: Moravacem Novi Popovac (RS) - date of processing: 10.04.2024
Bypas mode: DIRECT MODE
A-248944 Editor: Martin Hermandinger
type of fan vkd80 0710-fb14
type of drive via coupling
type of construction single inlet
conveying medium clean gas
volumetric flow in intake mode 37.309 m3/h
total pressure increase 2.109 Pa
temperature at inlet 35 °C
density at inlet 1,118 kg/m?
motor power 37 kW
fan speed 1.540 rpm
gauge factor 1,00
design: gr360 (clockwise)
Number of fixing points 6
static load with motor and accessories 9935 N
dynamic load 1491 N
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scheuch

radial fanS Sound dampening TECHNOLOGY FOR CLEAN AIR
company: Aliacem s.r.o. date of file: 10.04.2024
project: Moravacem Novi Popovac (RS) - date of processing: 10.04.2024
Bypas mode: DIRECT MODE

A-248944 Editor: Martin Hermandinger
type of fan vkd80 0710-fb14
type of drive via coupling
type of construction single inlet
conveying medium clean gas

sound insulation at the suction sound insulation channel BxH 1200x1500, length 0600
side [Hz] 31 63 125 250 500 1000 2000 4000 8000 | Total
Des [dBA] 1,0 2,0 5,0 12,0 20,0 27,0 25,0 15,0 10,0
Lwas* [dBA]| 66,4 79,4 | 87,4 87,4| 83,4 75,4 73,4 78,4 77,4 92,0
Lpas* [dBA]| 57,6 70,6 78,6 78,6 74,6 66,6 64,6 69,6 68, 6 83,2
Des [dBA] insertion loss at the suction side
Lwas* [dBA] sound power level at the free inlet opening - sound dampened
Lpas* [dBA] sound pressure level at the free inlet opening - sound dampened

A-248944

Version: 1.8.0.0



scheuch

radial fans sound data TEGHNOLOGY FOR GLEAN AIR

company: Aliacem s.r.o. date of file: 10.04.2024

project: Moravacem Novi Popovac (RS) - date of processing: 10.04.2024

Bypas mode: DIRECT MODE

A-248944 Editor: Martin Hermandinger

type of fan vkd80 0710-fb14

type of drive via coupling

type of construction single inlet

conveying medium clean gas
£ [Hz] 31 63 125 250 500 1000 2000 4000 8000 | Total
Lw [dB] 117,4
LS [dB] 17,0
Lwa [dBA]| 70,4 84,4 95,4(1102,4 |106,4|105,4(101,4 96,4 90,4 |110,7
Lwas [dBA] 67,4 81,4 92,4 99,4 1103,4|102,4 98,4 93,4 87,4 1107,7
Lpas [dBA]| 58,6 72,6 83,6 90, 6 94,6 93,6 89,6 84,6 78,6 98,9
Lwad [dBA] 67,4 81,4 92,4 99,4 (103,4|102,4 98,4 93,4 87,4 1107,7
Lpad [dBA]| 58,6 72,6 83,6 90, 6 94, 6 93,6 89,6 84,6 78,6 98,9
Lwag [dBA] 56,4 70,4 81,4 88,4 92,4 91,4 87,4 82,4 76,4 96,7
Lpag [dBA] 39,4 53,4 64,4 71,4 75,4 74,4 70,4 65,4 59,4 79,7
Lwam [dBA] 79,0
Lpam [dBA] 66,0
Lwau [dBA] 98,1
Lpau [dBA] 81,1

Lw [dB] linear internal noise level

LS [dB] measurement surface dimensions

Lwa [dBA] internal noise level

Lwas [dBA] noise level at the free intake opening

Lpas [dBA] sound pressure level at the free suction opening at a distance of 1m below 45°

Lwad [dBA] noise level at the free exhaust opening

Lpad [dBA] sound pressure level at the free exhaust opening at a distance of 1m below 45°

Lwag [dBA] housing noise level with attached intake and pressure outlet

Lpag [dBA] housing sound pressure level at a distance of 1Tm

Lwam [dBA] noise level of drive motor

Lpam [dBA] sound pressure level of drive motor at a distance of 1m

Lwau [dBA] noise level of fan with drive

Lpau [dBA] measurement surface sound pressure level with drive at 1m

tolerances

accuracy class DIN 24166: 2

noise level +4dB

A-248944 Version: 1.8.0.0
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LUDAN Engineering d.o.o.

11 040 Beograd, Savski Venac, Kozjacka 2
tel/fax: +381 11 26 53 718

email:office@ludan.rs | web:www.ludan.rs

4A1-BF?2 Filter (ventilacija silosa)
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TECHNOLOGY FOR CLEAN AIR

70 Conveying and discharge devices > 721 Screw conveyors > trough screw conveyor NW0200-0400

Flanschlager trough screw conveyor NW0200-0400

L E L F

fo) C2xD2
A [© I

fs tsb-NW-T1/T2fs tsbe-NW-Dw

NW = nominal width T1 = screw blade thickness T2 = sheet
metal thickness trough Dw = shaft diameter

T
=
b

IH

Annotation:
The trough length L must be a multiple of 150 mm

Application:
For discharging bulk materials

&
o
o
t
-

% —- - Design:
< ExD1 = NW A . ] - =R Flange bearing design:
N Qﬁ NW B Conveyed material temperature: <80°C
It Max. differential pressure compared to the environment: 250 mbar
Common use at filters in suction feed operation

Stehla ger L B A Not suitable for abrasive conveyed material

Pillow block bearing design:
L F Conveyed material temperature: <250°C
Max. differential pressure compared to the environment: 400 mbar
Without grease store: for slightly abrasive conveyed material
With grease store: for highly abrasive conveyed material

Accessories:
Weather protection cover, speed monitoring, terminal box, service
switch

J @0i
i
L]

Options:
Screw blade made of wear resistant material, insulation: 200mm or
130mm

T1

N

PN |,

Material:
Trough and screw made of non-alloy structural steel

Screw Type @NW | Diameter inner tube @Di Screw blade thickness T1 Sheet metal thickness trough T2 Screw blade pitch S| Shaft diameter @Dw  Trough length L
fsts-0400 | 400 |159,193,7,219,1,244,5,273 6 3,4,5 315 70 1,5m bis 10,95m

A Al A2 B CixD1 C2xD2 E (Pedestal bearing) E (Flanschlager) F H Mass (kg)
650 325 325 |650 |0250x0200 0400x0315 280 175 1400 660 | 325+109x L

Scheuch Leistungskatalog - Ausdrucke/Kopien unterliegen nicht dem Anderungsdienst 10.4.2024 - S. 1/1



LUDAN Engineering d.o.o.

11 040 Beograd, Savski Venac, Kozjacka 2
tel/fax: +381 11 26 53 718

email:office@ludan.rs | web:www.ludan.rs

1.6.2.7 Potrosnja

Gorivo, elektri¢na snaga 1 potroSnja vode
Elektri¢na snaga:
e ukupno instalisana snaga novoprojektovane opreme cca 1419 kW.

Komprimovani vazduh:

e potroSnja komprimovanog vazduha novoprojektovane opreme cca 190 Nm?/h.
Rashladna voda:
e potroSnja rashladne vode max 75 m’/h.
Chlorid bypass sa filterom i silosom prasSine u cementari "Moravacem" na KP 2226/1 KO Popovac, Str. 30
Paracin

398/24-1DP-6 Rev.0 / Beograd, 05.2024.

Nije dozvoljeno kori$¢enje, umnozavanje i Stampanje ovog dokumenta bez prethodne pisane saglasnosti LUDAN Engineering d.o.o Beograd.



LUDAN Engineering d.o.o.

11 040 Beograd, Savski Venac, Kozjacka 2
tel/fax: +381 11 26 53 718

email:office@ludan.rs | web:www.ludan.rs

1.6.3 Procena investicione vrednosti
Procenjena investiciona vrednost masinskih radova iznosi:

508.580.000,00 RSD bez PDV-a.

Napomena:

Racunato sa 1€ = 118.00 RSD.

Odgovorni projektant:

1 i
Ltak s g
04

F

Sinisa Perié, dipl.inz.mas.
Broj licence: 330 E638 07

Chlorid bypass sa filterom i silosom prasSine u cementari "Moravacem" na KP 2226/1 KO Popovac, Str. 31

Paracin
398/24-1DP-6 Rev.0 / Beograd, 05.2024.

Nije dozvoljeno kori$¢enje, umnozavanje i Stampanje ovog dokumenta bez prethodne pisane saglasnosti LUDAN Engineering d.o.o Beograd.



LUDAN Engineering d.o.o.

11 040 Beograd, Savski Venac, Kozjacka 2
tel/fax: +381 11 26 53 718

email:office@ludan.rs | web:www.ludan.rs

1.7. GRAFICKA DOKUMENTACIJA

Chlorid bypass sa filterom i silosom prasSine u cementari "Moravacem" na KP 2226/1 KO Popovac, Str. 32
Parac¢in
398/24-1DP-6 Rev.0 / Beograd, 05.2024.

Nije dozvoljeno kori$¢enje, umnozavanje i Stampanje ovog dokumenta bez prethodne pisane saglasnosti LUDAN Engineering d.o.o Beograd.



LUDAN Engineering d.o.o.

11 040 Beograd, Savski Venac, Kozjacka 2
tel/fax: +381 11 26 53 718

email:office@ludan.rs | web:www.ludan.rs

R.br. [Naziv crteza Broj crteza Listova

1.7.1 |Situacioni plan — postojece stanje 398/24-1DP-6-001 1

1.7.2 |Situacioni plan - novoprojektovano 398/24-1DP-6-002 1

1.7.3 |Situacioni plan — mesta prikljucenja 398/24-1DP-6-003 1

1.7.4 | Tehnoloska Sema 398/24-1DP-6-004 1

1.7.5 |Dispozicija opreme, presek A2-A2 i 398/24-1DP-6-005 1
presek B2-B2

1.7.6 |Presek C3-C3 398/24-1DP-6-006 1

1.7.7 |Presek A-A i presek B-B 398/24-1DP-6-007 1

1.7.8 |Preseci: C-C, D-D, E-E, F-F, G-G, H-H, I-I,  |398/24-IDP-6-008 1
J-J, K-K

l()?hlo;"id bypass sa filterom i silosom praSine u cementari "Moravacem" na KP 2226/1 KO Popovac, Str. 33
araéin

398/24-1DP-6 Rev.0 / Beograd, 05.2024.

Nije dozvoljeno kori$¢enje, umnozavanje i Stampanje ovog dokumenta bez prethodne pisane saglasnosti LUDAN Engineering d.o.o Beograd.
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ZONA NOVOPROJEKTOVANOG POSTROJENJA
"CHLORID BYPASS SA FILTEROM | SILOSOM PRASINE”

0 S.Peri¢ B.Luci¢ D.Dakulovi¢  ]05.2024.

Odobreno od investitora

Rev. Odgovorni projektant] Projektant saradnik Kontrola Datum

Opis revizije

9. kvétna 3303 / 119

[ 750 02 Pferov 2
jacem
L Tel.: +420 607 137 074
P REROV Email:  info@aliacem.cz

Website: www.aliacem.cz

MORAVACEM

A CRHCOMPANY

Branka Ristica 8

35254 Popovac, Paraéin

Srbija

Tel.: + 381 35 572 200
eneral-info@moravacem.rs
ebsite:www.moravacem.rs

Engineering-a.

Ovaj dokument sadrzi informacije koje pripadaju LUDAN Engineering-u, i moze se koristiti samo u svrhu za koju je i izdat. Nije dozvoljeno njegovo kopiranje,
umnozavanje, distribucija tre¢im licima, ili bilo kakvo kori§¢enje informacija sadrzanih u njemu, delimi¢no ili u celini, bez prethodne pisane saglasnosti LUDAN

Ime i prezime Potpis I Datum Projekat br: Investitor: MORAVACEM D.O.O Razmera:
Od! i S.Peri¢ . gz L. .
rookiant e G»m{-,:d 05.2024. 0222?/24 Popovac, Branka Risti¢a 8, Paraéin T1;h1n28k(_)
Projektant saradnik | B.Lugi¢ 05.2024. *@" Chlorid bypass sa filterom i silosom prasine DP
Kontrola D.Dakulovi¢ 05.2024. u cementari "Moravacem" na KP 2226/1 KO Popovac
(Odobrio M. Milicevic A~ 42] 05.2024.  |projekat: CHLORID BYPASS SA FILTEROM | SILOSOM PRASINE

U CEMENTARI "MORAVACEM" U POPOVCU, PRACIN

LUDAN Lngineering d.o.o. 6 - Projekat masinskih instalacija

11040 Beograd, Kozjacka 2 Nezlverte23 7.1 Situacioni plan - postojece stanje

Tel/fax+381 11 2653 718

Email: office@ludan.rs

Web:www.ludan.rs Brojerteza:  0398-IDP-6-001 List: 1/1 A0 Rev: 0

(841x1189)
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DN 40
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komprimovanog vazduha na
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new electrical room for bypass
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nova elektro soba za baypass

203.05 203
1111111

=WE1—-4A1-FN1 (2x(NYCWY 3x150/150mm?))
new cable routes/nova kablovska trasa
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2XDN80

connection to existing water

network in front of coal mill
|

prikljuak na postojecu mrezu
rashladne vode ispred mlina uglja
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electrical room 400-3E6
(outlets for fans on cooler line)

¢ 7elektro soba 400-3E6
(napajanje za ventilatore na liniji
hladnjaka klinkera)

COOLING WATER ROUTE
RASHLADNA VODA

COMPRESSED AIR ROUTE
KOMPRIMOVANI VAZDUH

MAIN CABLE ROUTES
ELEKTRO NAPAJANJE
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LUDAN Engineering d.o.o.

11 040 Beograd, Savski Venac, Kozjacka 2
tel/fax: +381 11 26 53 718

email:office@ludan.rs | web:www.ludan.rs

PRILOZI

Chlorid bypass sa filterom i silosom prasSine u cementari "Moravacem" na KP 2226/1 KO Popovac, Str. 34
Parac¢in
398/24-1DP-6 Rev.0 / Beograd, 05.2024.

Nije dozvoljeno kori$¢enje, umnozavanje i Stampanje ovog dokumenta bez prethodne pisane saglasnosti LUDAN Engineering d.o.o Beograd.




LUDAN Engineering d.o.o.

11 040 Beograd, Savski Venac, Kozjacka 2
tel/fax: +381 11 26 53 718

email:office@ludan.rs | web:www.ludan.rs

PRILOZI

Katastarsko topografski plan

Kopija katastarskog plana broj 953-028-5295/2024 od 12.02.2024. godine

Izvod iz lista nepokretnosti za KP 2226/1 KO Popovac

Chlorid bypass sa filterom i silosom prasSine u cementari "Moravacem" na KP 2226/1 KO Popovac, Str. 35
Parac¢in
398/24-1DP-6 Rev.0 / Beograd, 05.2024.

Nije dozvoljeno kori$¢enje, umnozavanje i Stampanje ovog dokumenta bez prethodne pisane saglasnosti LUDAN Engineering d.o.o Beograd.
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* Bpoj NnucTa HENOKPEeTHOCTN: 617

Peny6nnka Cpbuja
PenybanuKku reogeTcku saBsoj
eopeTcKo-KaTacTapCKU MHpOpPMaALUOHM CUCTEM

katastar.rgz.gov.rs/eKatastar | 21.02.2024. 14:35:41

Mojaum KaTacTpa HEMOKPETHOCTH

Moaaun o0 HENOKPETHOCTH

8a937067-d73a-45cd-9992-744415c1fcda

MaTtuuHu 6poj onwTuHe:
onuwruHa:

MaTuuHu 6poj KaTacTapcke onwTUuHe:

KaTtacrapcka onwruHa:
AaTyM a>KypHOCTHU:
Cnyx6a:

U3BOp nopaTka:

70904

MNAPARNH

732567

NOnNoBAL|
20.02.2024. 14:50
MNAPATRNH
NAPATRNH, JE

1. Mopaum o napuenu - A nUCT

Motec / Yauya:

BEPAHKA PUCTURA

bpoj napuene: 2226/1
MoBpwmHa m?2: 384959
Bpoj nncrta HENOKpPEeTHOCTH: 617
Moaauwn o geny napuene

bpoj aena: 131

BpcTa 3emsbuwira:

KynTtypa:
MoBpwmHa m2:

M’PABEBUHCKO 3EM/BULLTE U3BAH MTPABEBUHCKOT MOAPY4IA

3EM/bULLITE ¥3 3rPAAY N OPYTU OBJEKAT
332408

Mmaoumu npasa Ha napuenu - b aucr

Ha3us:

Aapeca:

MatuuHm 6poj nuua:
Bpcra npaBa:
O6nuk cBojuHe:

Ypeo:

MOPABALIEM a.0.0.

MNMOroBAL,, BPAHKA PUCTURA 008
0000007112904

CBOJINHA

MPMBATHA

1/1

TepeTtun Ha napuenun - T aucrt

*¥** Hema Tepeta ***

HanoMeHa (Tepert napuena)

*** HeMa HanoMmeHe ***

* M3Boa n3 6a3e nogaTaka KaTacTpa HEMOKPETHOCTH.

HAMOMEHA: CxoaHo unaHy 18. 3akoHa o0 peny6/anMYKMM aA MMHUCTPaTUBHMM TaKcaMa M unaHy 6.
Ypen6e o ycnoeuMma nsgasara M3Boga M3 JINCTa HEMNOKPETHOCTU M incta Boaa us NKNC-a, 6e3

HakKHajae ce msaaje MsBoA M3 JINCTa HEMNOKPETHOCTU: OpraHMMa, opraHmsaumjaMma u MHCTUTyuujama
Peny6nuke Cpbuje, ayTOHOMHMX NOKpajuHa, OAHOCHO jeAuHMLIA IOKaNHe caMoynpaBse,
opraHuzauujama obaBe3HOr couujasHor ocurypama, yctTaHoBaMa OCHOBaHMX o CTpaHe
Peny6nuke Cpbuje, ayTOHOMHMX NOKpajuHa, OAHOCHO jeauHULa NOKanHe camoynpase, LipkBama u

BEepPCKuM 3ajeaHuuama, LipeeHOM kpcTy Cp6Mje, AMNIOMATCKO-KOH3YyJ/ITapHUM Npe CcTaBHULITBMMA

CTpaHUX Ap>KaBa, NoA YCJOBOM y3ajaMHOCTH, jaBHUM 6esie)KHMLUMMA, reofieTCKMM opraHmsauujama

M NpuUBpeAHUM APYLWTBUMA U Npegy3eTHULMMA yNUcaHuM y Perucrtap nocpegHuka y npoMeTty u

3aKyny HENMOKPETHOCTH, U UCTU Ce€ AUIrUTAJIHO Npey3uMajy NpPeKo CepBUCHE MarucTpane fap>XaBHUX

opraHa v eNneKTPOHCKMX cepBuca Pr3-a.
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